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ABSTRACT
The thrust and efficiency performance of a low-power magnetic nozzle test article
is analytically and experimentally investigated. In the last two decades the demand
for new forms of in-space propulsion for small spacecraft has increased interest in
low-power (< 200 W) magnetic nozzle thrusters. The inherent advantages of these
devices, including the electrodeless design and the potential to be propellant-agnostic,
coupled with the potential to efficiently accelerate the propellant makes low-power
magnetic nozzles attractive propulsion options for small satellites. However, the mea-
sured performance of both the low and moderate power versions of these thrusters
has compared unfavorably to existing state-of-the-art propulsion technologies. A the-
oretical model was developed to predict low-power magnetic nozzle performance and
identify fundamental differences in operation between these devices and their higher
power counterparts.
An experiment was designed to inform the theoretical model and to provide insight
into the fundamental dynamics of plasma flowing through a low-power magnetic noz-
zle. This test article consisted of a reconfigurable inductively-coupled plasma source
and an electromagnet. A suite of electrostatic probes and laser induced fluorescence
is used to measure the plasma properties throughout the nozzle and map the plasma
structures present in the plume. Using the experimental measurements, it is found
that the plasma expansion follows a polytropic law, as predicted in the literature.
The observed increase in the ion velocity confirms that the test article accelerates
the propellant. By coupling the experimental results with the theoretical framework,
two novel effects that reduce device performance are identified: 1) a low ion fraction,
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and corresponding neutral-collisional effects, impedes ion acceleration and shifts the
nozzle throat downstream, and 2) non-uniform power deposition enhances the plasma
density adjacent to the liner wall, resulting in degraded source (the ratio of power
flowing into the diverging nozzle section to the total power deposited in the plasma)
and divergence efficiency (the fraction of the kinetic energy in the thrust direction).
These effects arise from the low input power and the thruster design parameters.
Experimental characterization of a reconfigured test article demonstrates that per-
formance can be recovered by accounting for these two effects when designing the





Over the last two decades, small satellites (SmallSats) - technically classed as
spacecraft with mass less than 500 kg [1] - have emerged as an alternative to tradi-
tional, larger satellite architectures, leading to an acceleration in space technological
advances and an increase in in-space activities. This disruptive technology offers
several potential advantages: 1) component standardization and modularization to
leverage previously developed, commercial-off-the-shelf hardware, 2) economies-of-
scale to reduce production costs, 3) shared launch costs by launching as a secondary
payload to a traditional, more expensive satellite or by combining the deployment
of many SmallSats into a single launch, and 4) less risk adversity, leading to rapid
innovation and the incorporation of hardware not specifically designed for the space
environment. These advantages combine to reduce mission development times and
costs and are making SmallSats increasingly attractive to commercial [2, 3, 4] and
scientific [5, 6, 7, 8] entities.
Numerous missions using emerging SmallSat technologies have been proposed by
the scientific community, ranging from exploration [9, 10, 11, 12, 13, 14, 15] to remote
sensing [16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 29]. Interest in these missions
types has increased as the community has realized that revolutionary research that
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was previously infeasible due to the required temporal or spatial resolution of the mea-
surements — thus, the number of traditionally expensive satellites [30] required — is
becoming possible with 10s of affordable SmallSats [31]. Additionally, the inherent af-
fordability of SmallSats has spurred increased participation by non-traditional actors,
including academia, thereby accelerating in-space scientific research [7, 32, 33, 34].
The emergence of SmallSats has coincided with an increasing global economic
reliance on space-based infrastructure for everyday activities, including the embedding
of on-orbit capabilities into transportation and communications networks [2]. This
commercial reliance has prompted several companies, including SpaceX and OneWeb,
to propose augmentations of the existing on-orbit capabilities with constellations
comprised of hundreds [3] to thousands [4] of SmallSats. In addition to introducing
new capabilities, the sheer number of satellites in these proposed constellations also
provide redundancy and resiliency to the existing in-space commercial infrastructure
— features previously limited by the cost of traditional satellite constellations, but
enabled by SmallSat technologies [32]. It is clear from the trends in SmallSat interest
and development efforts that SmallSats are poised to become an integral part of the
in-space operational paradigm, but technological gaps remain.
1.2 SmallSat Propulsion
While both the scientific and commercial communities have begun to leverage
the advantages of SmallSats, many of the proposed mission types require a level of
in-space maneuverability — usually quantified by a total velocity increment (∆V ).
This maneuverability may stem from the requirement to deploy a constellation from
a single launch vehicle, to provide station-keeping or precision pointing, or to satisfy
other mission parameters. As each SmallSat mission is unique, this translates to
required ∆V s ranging from < 20 m/s [35] to > 1 km/s [11]. The need for maneuvering
translates to a direct requirement for some form of on-board propulsion. The type
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Figure 1.1: A brief overview of the available performance characteristics for different
types of propulsion systems that have been developed for small satellites [9, 10, 37,
38, 39, 40, 41, 42, 43, 44, 45, 46, 47, 48, 49, 50, 51, 52, 53, 54, 55, 56, 57, 58, 59, 60,
61, 62, 63, 64, 65, 66, 67, 68, 69, 70, 71, 72, 73, 74].
of propulsion, in some cases, may be dictated by other missions constraints such as
maneuver types and mission time. As an example, a timely orbit inclination change
(accomplished in a few days or weeks) may require high thrust capabilities (> 1 mN)
while station-keeping maneuvers may favor a high specific impulse (> 1, 000 seconds).
Finally, SmallSats have stringent on-orbit power budgets [36] that may act as another
propulsion system driver.
As illustrated in Figure 1.1, these diverse propulsion requirements have led to
the development of myriad SmallSat propulsion options, many of which stem from
attempts to miniaturize propulsion systems originally designed for larger spacecraft
(e.g. Hall-Effect Thrusters, ion engines, magnetic nozzles, etc.). However, many
of the proposed propulsion options have not yet successfully flown on-orbit; most
of the technologies have only a couple of representative systems that have launched
[74]. This minimal flight heritage is one technological gap that stands between Small-
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Figure 1.2: Thrust vs. specific impulse for surveyed propulsion systems in Ref. [74].
This figure is reproduced from Ref. [74].
Sats and wide-spread acceptance within the community, albeit one that is currently
closing. Another interesting limitation of SmallSat propulsion options is that the
thrust performance window tends to be narrow, as shown in Figure 1.2 [74], and
that the electric propulsion options do not exhibit a wide range of “throttlability”
— the ability to operate over a multitude of power ranges — as shown in Figure 1.3
[74]. This void within the SmallSat propulsion spectrum may render certain mission
types infeasible, such as rapid-response, flexible constellations. However, one pro-
posed propulsion technology under development shows promise in regards to filling
this gap: the magnetic nozzle.
1.3 Magnetic Nozzles
Magnetic nozzles are a form of electric propulsion where thrust is generated by
converting thermal energy stored within an electron fluid into directed kinetic energy
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Figure 1.3: Power vs. specific impulse for surveyed electric propulsion systems in Ref.
[74]. This figure is reproduced from Ref. [74].
via a convergent-divergent nozzle [39, 60, 75, 76, 77, 78, 79, 80, 81, 82, 83, 84, 85,
86, 87, 88]. As shown in Figure 1.4, the magnetic nozzle topology is reminiscent of
conventional rocket nozzles [89], with the magnetic field lines replacing the physical
walls. This converging-diverging magnetic circuit is created by electromagnets or
a series of permanent magnets. Within the plasma generation and heating region
(typically within the converging section) the nozzle is contoured to confine the plasma,
thereby limiting radial diffusion to the walls. The confinement of the plasma improves
device lifetime by reducing the impingement of high energy particles upon the source
tube walls [90, 91] and efficiency by diminishing the amount of plasma-stored energy
that is lost to the radial walls [92]. The reduction in radial wall losses effectively
increases the fraction of input energy that enters the diverging section of the nozzle,
resulting in higher total device efficiencies.










Figure 1.4: A nominal magnetic nozzle configuration.
fluid — is created by injecting neutral propellant into the ionization region where
radio frequency (RF) or microwave power creates the plasma and heats the electrons
via an antenna. The plasma then expands and accelerates through the converging-
diverging magnetic nozzle section, transistioning from subsonic to supersonic flow.
Thrust is generated by the plasma expansion process through interaction with the
magnetic circuit and diamagnetic currents within the plasma [93]. Additionally, net
thrust production requires that the plasma detaches from the closed magnetic noz-
zle field lines downstream. Laboratory magnetic nozzle devices have experimentally
demonstrated net thrust generation, implying that this requisite detachment occurs
[37, 38, 76, 94, 95]. However, the physical mechanisms underlying plasma detach-
ment from the nozzle field lines is an open question being explored by the community
[83, 84, 86, 96, 97, 98, 99, 100, 101].
Despite the incomplete physical understanding of these devices there has been
interest in implementing magnetic nozzles as propulsion units. This interest stems
from a number of inherent advantages: 1) due to the absence of a plasma-wetted
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electrode these devices can have a longer lifetime compared to other forms of electric
propulsion. 2) They can operate on a broad range of propellants, many of which
do not require bulky high-pressure storage vessels [102, 103, 104, 105, 106, 107]. 3)
They do not require a separate, dedicated neutralizing electron source because the
plasma exhaust is neutral. 4) And they offer the ability to operate over a wide range
of power and propellant flow rate ranges — exhibiting a degree of “throttlability”
[37, 38, 76, 94, 95]. These combine to offer enhanced flexibility, reduced subsystem
mass, and cost savings; advantages coveted by all spacecraft, and especially SmallSats.
1.4 Review of Magnetic Nozzles
Until recently, much of the research effort has centered around answering fun-
damental physics questions and the development of magnetic nozzle devices as an
alternative to what is now widely accepted as mainstream electric propulsion tech-
nologies (e.g. ion thrusters and Hall-Effect thrusters). As such, until the last decade,
most of the insights into magnetic nozzle operation have come from examination of
devices designed around moderate power operation (0.5 - 10s of kilowatts). Driven
by the apparent propulsion advantages, research on magnetic nozzles as an electric
thruster technology has been ongoing for over half a century [93]. In this work we will
discuss electron driven magnetic nozzles, or nozzles in which the electron temperature
is much larger than the ion temperature (Te  Ti). While there are devices for which
this statement does not hold, such as the Variable Specific Impulse Magnetoplasma
Rocket [87], they are not suitable options for SmallSat propulsion due to their size
and power regimes.
1.4.1 Overview of Source Types
The earliest electron heated magnetic nozzle with comprehensive published lit-
erature is the Electron Cylcotron Resonance Thruster [26, 108, 109, 110, 111], dat-
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ing back to 1962. As depicted in Figure 1.5, this type of device heats the elec-
trons through microwave-plasma coupling. The plasma then expands and accelerates
through a converging-diverging magnetic nozzle section. The operating parameters
of these devices are specifically tuned around electron resonance to couple power
efficiently; the microwave frequency must be closely matched to the electron gy-
rofrequency around the magnetic nozzle lines in the heating region. To achieve this
type of power coupling typically requires peak magnetic field strengths of 700− 900
G within the heating zone and microwave frequencies near 2.45 GHz. While the
measured plasma properties, namely high ion fraction and electron temperatures,
were promising, this device did not demonstrate good efficiency performance, and
the electron cylcotron resonance heating method for magnetic nozzle was shelved
for several decades [112]. This heating method has undergone a recent resurgence
[40, 112, 113, 114, 115, 116, 117, 118, 119] with the increasing interest in miniatur-
ized, low power magnetic nozzles, spurred by the ability to miniaturize the requisite
microwave power source.
Another typical magnetic nozzle architecture supplements a helicon plasma dis-
charge with a converging-diverging nozzle section. The helicon plasma heating scheme
was initially proposed by Boswell in 1970 [121]. The inclusion of a static magnetic
field in the presence of an RF-heated plasma allows for the propagation of an electro-
magnetic whistler wave further into the plasma than capacitive and inductive heating
methods [122]. This helicon wave can be launched in these devices by driving an RF
antenna with a particular geometry [123, 124, 125, 126, 127, 128] between 100 kHz
and 100 MHz. This type of magnetic nozzle architecture typically exhibits a higher
ion fraction, plasma density, and power coupling than its electron cylcotron resonance
counterpart, at the expense of electron temperature.
To date, most helicon magnetic nozzles has been performed on devices that can be
classified as one of two types: ambipolar-driven [81, 129, 130, 131] and double layer-
8
Figure 1.5: A schematic of the Electron Cyclotron Thruster. This figure is reproduced
from Ref. [120].
driven [78, 79, 132, 133, 134]. As the classification names imply, the primary distinc-
tion between the two types is the electron acceleration process. In an ambipolar-driven
device the ions are accelerated by the potential structure established through the ex-
pansion of the electron fluid [81, 129, 130, 131]. Conversely, in a double layer-driven
device the ion acceleration stems from the sharp potential drop across the double
layer — a non-neutral potential structure with a large potential gradient between
two sheets of charge [79, 132]. A significant body of work exists in published liter-
ature for both classifications of devices, particularly in the moderate power regime
(0.5 - 5 kW), so we will focus on their performance in our discussion here.
1.4.2 Overview of Measurement Techniques
From a mission perspective, each propulsion option is evaluated by its perfor-
mance metrics — namely, the thrust and specific impulse. Traditionally, there are two
methods of determining these metrics: indirect and direct. In the indirect method,
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measurements of plasma properties in the expanding nozzle (electron temperature,
plasma density, plasma potential, etc.) and device operating parameters (power, pro-
pellant mass flow rate, etc.) are coupled with existing theoretical models to estimate
the performance [94, 95]. This leads to uncertainty in the predicted performance due
to the compounding of uncertainty of the many measurements required and the fun-
damental assumption that the applied theoretical framework accurately captures the
dominant processes present within the device. Due to these disadvantages, it it often
preferable to employ direct methods, primarily through the use of a thrust stand. In
this method, the thruster is mounted to a thrust stand during operation. There are
several commonly used types of thrust stands including pendulum [106, 135], inverted
pendulum [136], and torsional balance [137]. The type used depends on the device
architecture, expected thrust levels, and facility infrastructure, but the common end
product is the direct measurement of the reactionary thrust force. This force mea-
surement is combined with the device operating parameters to obtain the specific
impulse and total efficiency metrics. There are two primary advantages to using this
direct performance method: no measurements must be combined, so the compound-
ing of error is minimized, and the thrust generated includes the effect of all physical
processes present in the device.
While the direct measurement of performance is preferred, this is not always
possible. Depending on the thruster and facilities thrust stands can be complicated
instruments, and it can be difficult to validate the measurements. In our discussion of
the state-of-the-art here we will focus on performance results that have been obtained
directly, but note that indirect performance measurements can provide useful insight
into thruster operation.
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Table 1.1: An overview of moderate power magnetic nozzle experiments and the
measured performance. Here, type “DL” indicates that the device is double layer-
driven, while type “A” denotes an ambipolar-driven thruster.
Year Type P (W) B (G) ṁ (mg/s) T (mN) Isp (s) ηT (%) Ref.
2011 DL ≤ 650 100 ≤ 1.00 ≤ 2.8 ≤ 280 ≤ 1 [138]
2012 DL ≤ 500 ≤ 110 ≤ 0.55 ≤ 1.1 ≤ 200 ≤ 1 [139]
2013 A ≤ 840 ≤ 450 ≤ 4.50 ≤ 6.3 ≤ 380 ≤ 2 [80]
2013 A ≤ 2, 000 ≤ 715 ≤ 7.60 ≤ 10.8 ≤ 303 ≤ 1 [140]
2013 A ≤ 2, 000 300 ≤ 0.72 ≤ 15.0 ≤ 2, 000 ≤ 8 [77]
2015 A ≤ 500 420 ≤ 0.50 ≤ 4.7 ≤ 960 ≤ 5 [83]
1.4.3 Survey of Experimental Results
In the past decade, several moderate power magnetic nozzle devices have been
constructed to investigate the physical mechanisms dictating performance. We sum-
marize these experiments and the measured performance in Table 1.1. Here, we limit
the scope of the survey to experiments that directly measure thrust performance.
The low measured performance has been attributed to plasma losses to the thruster
walls [76] and low mass utilization efficiency due to poor ionization fractions [138].
Both of these loss mechanisms have been observed in many magnetic nozzles. One
example of the potential severity of the radial wall loss mechanism can be found in
Figure 1.6. The low performance has also been attributed to ionization losses. These
losses are an inherent underlying issue with magnetic nozzles; in general, the ioniza-
tion losses are related to the electron temperature. The low electron temperature
(and corresponding high ionization losses) in many nozzles can yield a low maximum
efficiency, as shown in Figure 1.7.
To date, the best performance has been measured by Takahashi et. al. [77]
using an ambipolar-driven magnetic nozzle that employed permanent magnets. To
further enhance performance they suggested adding a physical nozzle at the thruster
exit plane to convert energy stored in the neutral population [141] and increasing
the magnetic field to reduce plasma flux to the thruster walls [142]. However, it is
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Figure 1.6: Normalized power losses in the source region of thruster D (see Ref. [94])



































Figure 1.7: The nozzle efficiency of a general magnetic nozzle as a function of electron
temperature. Note that, due to the nature of the total efficiency being the product
of all of the component efficiencies, this is the generalized maximum efficiency of a
magnetic nozzle.
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important to note that during this experimental campaign the facility background
pressure was ∼ 1 mTorr. This is well above the threshold at which facility effects
become negligible [143] and may have resulted in artificially inflated performance
measurements [144]. Despite this potential mitigating factor, it is clear that magnetic
nozzles have not yet reached desirable performance levels. Further understanding is
required to overcome the existing limitations and improve performance.
1.4.4 Review of Theoretical Work
A number of models have been proposed to explain the low performance of these
state-of-the-art devices. One of the early models that treated helicon magnetic noz-
zles was proposed by Fruchtman [145]. In this 1D collisionless model it was concluded
that the primary sources of performance loss could be explained by high ionization
costs and the loss of energy incident on the rear wall of the source region. In another
iteration of this model [146] the plasma was assumed to be collisional, which captured
a reduction in the efficiency performance. It was therefore concluded that collision-
ality played a role in the low measured thrust efficiency. Due to the 1D nature of
this model it did not incorporate some possible performance loss inducing effects like
radial wall losses and plume expansion.
This work was supplemented by extensive 2D modeling efforts starting with the
model proposed by Ahedo and Navarro-Cavalle [92]. This model included collision-
ality, plume expansion, and energy fluxes to all boundaries within the source region.
Using this model, they were able to conclude that partial energy recovery within
the plume and radial wall losses also had a role in degrading thrust performance (in
addition to the findings of Fruchtman). Efficient operation of these devices requires
the minimization of these effects: the magnetic field must be of sufficient strength to
minimize plasma diffusion to the radial walls and the bulk electron temperature must
be high to minimize ionization losses. If these loss mechanisms could be overcome the
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predicted total efficiency could reach ∼ 25% and the specific impulse could exceed
2, 500 seconds [92].
In addition to the modeling efforts directed at understanding the underlying phe-
nomena that affect performance, there has been substantial research into plasma
detachment mechanisms. In a model developed by Hooper [98], the ions and elec-
trons are predicted to detach inwards with respect to the local magnetic field due
to electron inertia. However, this model assumes that both the electron and the ion
species are cold (Te = Ti = 0), which limits its application to electron-driven magnetic
nozzles. In a study by Ahedo and Merino [147] a two fluid model that included finite
electron temperature was used to derive analytical expressions describing electron be-
havior throughout the nozzle. With this model they observed plume divergence losses
of up to ∼ 40% and found that these losses increased with increasing magnetic field
strength, decreased with a centerline-peaked plasma density profile, and decreased
with decreasing magnetic field divergence. In extensions of their model, they have
examined far-field ion detachment [84], thermodynamic effects on the plume structure
[148], and finite electron effects [149]; however, these extended models have not yet
been experimentally validated.
1.4.5 Major Outstanding Questions from Previous Work
In contrast to the extensive heritage of moderate-power mangetic nozzles, research
into low-power magnetic nozzles — thruster architectures that may be suitable for
SmallSats — is a relatively new field of study. A few test devices have been con-
structed in the last several years, but, like their moderate state-of-the-art counter-
parts, they have demonstrated low efficiency performance. These experiments and
the resulting performance is summarized in Table 1.2. As in Section 1.4.3, we limit
the scope to experiments that report directly-measured performance.
A few studies have attempted to use the first-principles models developed for
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Table 1.2: An overview of moderate power magnetic nozzle experiments and the
measured performance. Here, type “ECR” indicates that the device is an electron
resonance thruster, while type “A” denotes that it is ambipolar-driven. For the device
in Ref. [38], the author states that a propietary magnetic field is employed, but does
not disclose the field strength. As such, this entry is labeled as not reported (NR).
Year Type P (W) B (G) ṁ (mg/s) T (mN) Isp (s) ηT (%) Ref.
2017 ECR ≤ 50 850 ≤ 0.125 ≤ 0.95 ≤ 1, 300 ≤ 12.5 [40]
2018 A ≤ 500 NR ≤ 1.00 ≤ 9.00 ≤ 1, 500 ≤ 10 [38]
moderate power magnetic nozzles to explain the low measured performance in these
low power devices [113, 114, 150]. However, these models have had limited success
unless the model included modifications. While the moderate power magnetic nozzle
loss mechanisms exist in low power devices (refer to Figure 1.8, which shows the radial
wall losses in a prototype low power magnetic nozzle [39, 75, 150]) they are insufficient
to explain the low measured performance. The requisite modifications to match the
models with experimental data suggests that there may be other adverse effects, in
addition to the radial wall and frozen flow lossess observed in moderate power devices,
that impact magnetic nozzle performance at low power. To date, several additional
adverse mechanisms have been proposed, including diffusion and ionization [113] and
plasma-neutral collisional effects [151]. However, most models developed for moderate
power magnetic nozzle have neglected these mechanisms [84, 92, 94, 149, 152], so the
impact on nozzle performance is unclear.
In summary, previous experimental, theoretical, and numerical work on moderate
and low power magnetic nozzle thrusters have identified a number of underlying
parameters that dictate thrust performance. In the context of SmallSat propulsion
the following major questions remain unanswered:
1. How much, if any, of this heritage moderate power nozzle work applies to low
power operation?
2. What underlying mechanisms adversely affect low power magnetic nozzle thrust
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Back Wall & Entering Nozzle
Figure 1.8: The fraction of power diffusing to each boundary within the plasma liner
for an early prototype of the CubeSat Ambipolar Thruster [39, 75, 150].
performance?
3. Can these mechanisms explain the discrepancies between predicted and measured
performance when using conventional moderate power magnetic nozzle models
to evaluate low power devices?
The ultimate goal of this dissertation is to build upon previous works to answer
these fundamental questions.
1.5 Dissertation Approach
In our analysis we characterize the thrust and efficiency performance to identify
device conditions indicative of an adverse mechanism and for comparison to per-
formance values predicted by conventional moderate power magnetic nozzle models.
Using the device performance as a guide, our aim is to use experimental measure-
ments to identify potential mechanisms that adversely affect low power magnetic
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nozzle thrust performance. We couple these experimental measurements with a gen-
eral theoretical framework to correlate these mechanisms with the discrepancies in
performance values predicted by conventional magnetic nozzle models. Our results
will provide insight into underlying mechanisms that may be dominant in magnetic
nozzles operating in the low power regime. We aim to use these insights to inform
future low power magnetic nozzle modeling and technology development efforts to
improve the thrust and efficiency performance of these devices.
1.6 Dissertation Outline
Chapter 2 begins with a theoretical discussion of magnetic nozzle thrust perfor-
mance. We leverage quasi-1D gasdynamic nozzle theory and an existing generalized
electric propulsion efficiency framework to derive a general quasi-1D expression for
nozzle efficiency that we can use in tandem with experimental results to evaluate
thrust performance. In Chapter 3 we describe the experimental setup, methods, and
diagnostics used to investigate the presence presence of adverse mechanisms and their
impact on performance. In Chapter 4 we present experimental measurements of our
test article operating in a regime possibly conducive to plasma-neutral collisional
mechanisms. We identify an experimental indicator that corresponds to performance
loss compared to the predicted performance and correlate these mechanisms with
this indicator. In Chapter 5 we present experimental measurements of our test article
operating in a configuration conducive to non-uniform power deposition and discuss
the implications of this mechanism on thrust performance. In Chapter 6 we present
experimental measurements of our test article operating in configuration designed
to mitigate the plasma-neutral collisional and non-uniform power deposition mecha-
nisms and discuss its thrust performance. Finally, in Chapter 7 we summarize our key
findings, discuss the implications of our work on future low power magnetic nozzle
modeling and development efforts, and suggest additional avenues of research.
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CHAPTER II
Model for Magnetic Nozzle Performance
While the primary performance metrics (thrust, specific impulse, and efficiency)
apply to all devices, the primary goal of this work is to investigate the underlying
drivers that can adversely impact performance of low power magnetic nozzles. To this
end, we present analytical forms for the performance metrics of magnetic nozzles. In
this chapter we leverage quasi-1D gasdynamic nozzle theory [89, 153] and existing effi-
ciency models for electric propulsion devices [154, 155] to derive performance metrics
in terms of plasma parameters that can be measured using existing plasma diagnostic
techniques, thereby allowing for direct comparison between theoretical and empirical
performance metrics.
2.1 Magnetic Nozzle Thrust
Functionally, there are differences between gasdynamic nozzles and magnetic noz-
zles. Thrust generation in gasdynamic nozzles is due to the force of an expanding
gas on the physical walls of the device while in magnetic nozzles thrust is generated
via plasma pressure and diamagnetic currents inteacting with the magnetic circuit.
Despite these differences, magnetic nozzles have been analyzed using conventional
quasi-1D nozzle theory [85, 94, 156].








Figure 2.1: A general rocket chamber and nozzle.
exchange in the nozzle is viewed from the perspective of the heavier species — the ions.
While the ions are too massive to be magnetized in most electron-driven magnetic
nozzles, they are electrostatically accelerated by potential gradients that arise from
the expansion of the electrons. This electron expansion process is directly analagous to
the expansion of propellant in gasdynamic nozzles; during this expansion the thermal
energy of the propellant is converted to directed acceleration of the propellant. Here
the thermal energy is stored within the electron fluid and the accelerated species is
the ions.
In a gasdynamic nozzle the propellant is accelerated until the exit plane of the
nozzle is reached. To further develop the analogy, the ions (propellant) are accelerated
to the detachment plane of the magnetic nozzle. Therefore, the detachment plane
and the exit plane of a magnetic and gasdynamic nozzle, respectively, are equivalent.
Significantly, this analogy carries beyond a qualitative analysis: gasdynamic nozzles,
like magnetic nozzles, lend themselves to quasi-1D nozzle expansion theory (c.f. [89,
153]).
We begin the development of our theoretical magnetic nozzle performance frame-
work with a discussion of this quasi-1D gasdynamic nozzle performance theory. The
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first performance metric that we wish to employ in our analysis is the thrust from the
device. Following the derivation of Oates [153], The thrust for a general gasdynamic
nozzle (see Figure 2.1) can be calculated through a control volume analysis of the





(p− pa)d~s+ (visc)Sw . (2.1)
Here ~F is the force, Sw is the internal wall surfaces, d~s is a unit normal vector, p is the
pressure, pa is the ambient pressure at the exit plane, and (visc)Sw is the viscous forces
acting on the internal walls. Note that the first term in this expression represents the
forces on the internal walls. However, this form is of limited usefulness due to the
complexity of the wall integrals. Instead, we can relate these integrals to properties
at the nozzle exit by using the momentum equation. By equating the momentum
convection out of the nozzle and forces on the internal walls our equation becomes
∫∫
Se






(p− pa)d~s+ (visc)S′w + (visc)Se . (2.2)
Here Se is the exit plane surface, S
′
w is the external surface of the walls, ρ is the
mass density, and ~u is the velocity vector. Note that the normal vectors of Sw and
S ′w are equal, but in opposite direction. This implies that the corresponding force
contributions on these surfaces are also equal, but of opposite sign. Also, because the
exit plane (Se) is a boundary in our control volume, we can assume that the viscous
forces on this plane are negligible. Accounting for these two effects immediately yields









If we then apply the assumption that properties do not vary significantly across the
nozzle cross-sectional area at a given location (the quasi-1D assumption), then the
thrust may be written as
T = ρu2eAe + (pe − pa)Ae. (2.4)
Here ue is the axial velocity at the nozzle exit plane, pe is the pressure at the exit
plane, and Ae is the exit plane cross-sectional area. For convenience we can also
introduce the propellant mass flow rate:
ṁ = ρueAe. (2.5)
Using this mass flow rate expression the thrust expression becomes
T = ṁue + (pe − pa)Ae. (2.6)
We can also write this expression as T = ṁC, where C is the effective exhaust
velocity. The comparison of Eqs. 2.4 and 2.6, yields an immediate expression for the
effective exhaust velocity:




We now introduce the Mach number, which is a normalization of the local velocity






where γ is the polytropic index, k is the Boltzmann constant, Tg is the gas tempera-
ture, and mg is the mass of a single molecule of the gas. Combining Eqs. 2.7 and 2.8











If we assume that our nozzle will be operating in a space environment (i.e. that








Interestingly, the quadratic scaling of the effective exhaust velocity with Mach number
suggests that, at high exit Mach numbers, the effective exhaust velocity approaches
the propellant velocity at the exit plane (C → ue). In fact, as Figure 2.2 illustrates,
the effective exhaust velocity is within 10% of the propellant exit velocity at exit
Mach numbers of ∼ 2.0 - 3.5. This holds across all physically possible nozzle types
— isothermal (γ = 1) to adiabatic (γ = 5/3). This implies that, for a sufficiently
accelerated propellant, the pressure term in the thrust expression (Eq. 2.6) may be
assumed to be negligible, which simplifies the form of our various performance terms.
Throughout this derivation the model has assumed that there is a single work-
ing fluid — the propellant. However, a plasma is generally a fluid comprised of
three species: the electrons, ions, and neutrals. To strengthen the analogy between
gasdynamic and magnetic nozzles, we neglect the neutral species and examine the
collisionless electron and ion momentum equations:
mini~ui · ∇~ui = −∇(niTi) + qni∇φ+ qni~ui × ~B, (2.11)
and
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Figure 2.2: The effective exhaust velocity as a function of polytropic index and work-
ing fluid Mach number at the nozzle exit plane (refer to Eq. 2.10).
mene~ue · ∇~ue = −∇(neTe)− qne∇φ+ qne~ue × ~B. (2.12)
Here, subscript i denotes an ion property, subscript e denotes an electron property, T
is the temperature, n is the number density, φ is the potential, and B is the magnetic
field. If we assume that the ions are cold, the electrons are massless, the plasma is
quasi-neutral throughout the nozzle, and the plasma expands approximately along
the nozzle field lines these species momentum equations simplify to
min~ui · ∇~ui = qn∇φ, (2.13)
and
0 = −∇(nTe)− qn∇φ. (2.14)
From this formulation it is immediately apparent that the, through the linkage of
electric field (qn∇φ), that the expansion of the electron fluid dictates the acceleration
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of the ions. Combining the electron and ion momentum equations by eliminating the
electric field yields
min~ui · ∇~ui = −∇(nTe). (2.15)









Here pe is the electron pressure. Integrating the axial momentum across the nozzle










Following the quasi-1D approach that we have taken with the gasdynamic nozzle
derivation, this thrust expression yields a form similar to Eq. 2.6:
T = minu
2
iA+ peA = ṁui + peA. (2.18)
This suggests that gasdynamic and magnetic nozzles are analogous, where the thermal
energy of the propellant (as stored in the electrons) is converted to directed accelera-
tion of the propellant (as represented by the ions). Armed with this information, we
can now formalize the second primary performance metric: the specific impulse. The








where g0 is the gravitational acceleration on the surface of Earth. Now that we have
expressions for the thrust and specific impulse parameters, as derived through the
lens of traditional, quasi-1D gasdynamic nozzle theory, we can turn to determining
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an efficiency architecture that can provide useful insights into our magnetic nozzle
analysis.
2.2 Magnetic Nozzle Efficiency
On a fundamental level, the total efficiency for an electric thruster is the amount
of power that generates thrust compared to the total input power [154, 155]. This





where ηT is the total efficiency, Pjet is the thrust-producing power, and Pin is the
total input power. However, this form, while general, provides limited insight into
the causes of efficiency loss within a given device. Instead, these insights can be
gleaned by decomposing the total efficiency into component efficiency terms. We
begin with an expression for Pjet in terms of the propellant flow rate and the exhaust
velocity. Noting from Eq. 2.6, that the thrust is dependent on the propellant exhaust





where vex,z is the axial component of the exhaust velocity. We can immediately





However, we also note that thrust force is actually due to the projection of ~vex
onto the thrust axis. This indicates that energy stored in any transverse motion is a
loss mechanism. The ratio of the jet power to the total fluid kinetic power is known
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= cos2 θdiv. (2.23)
Here Pk is the total kinetic power and θdiv is the angle between the thrust axis and ~vex
- also known as the divergence angle. Using this relation we can recover an expression
for thrust that is similar to that in Eq. 2.6, but preserves information regarding plume
divergence:
T = ṁ|~vex| cos θdiv. (2.24)
Noting that vex,z = |~vex| cos θdiv, this expression for thrust can be inserted into the





Embedded within this expression is the propellant mass flow rate. However, in a
low temperature device, such as a magnetic nozzle, a fully ionized plasma is unlikely.
Assuming that neutrals negligibly contribute to thrust production, a more appropriate
form of the mass flow rate is that of the working fluid (the plasma):
ṁion = mineuA, (2.26)
where mi is the ion mass, ne is the plasma density, u is the velocity of the ions leaving
the source region, and A is the cross-sectional area of the source region. Note that
the plasma is assumed to be quasineutal in the source region, so the electron and
ion densities are approximately equal and the ions are singly charged. We can now












However, further insights into the physical device operation can be obtained by
decomposing Pin into subcomponents. In RF and microwave devices a fraction of the
total input power may be consumed by parasitic losses [157, 158], such as transmission
line heating. Additionally, impedance mismatches between the power transmission
lines and the plasma load generally results in the reflection of a portion of the input
power [157, 158] - this power is not absorbed by the plasma. The resulting reduced





where Pdep is the power deposited into the plasma.
Like before, this component efficiency can be substituted into the total efficiency





Assuming that the plasma source region is comprised of a cylindrical section —-
typical of magnetic nozzles [77, 78, 80, 81, 84, 85, 86, 88, 94, 95, 113, 132, 148, 152,
159, 160, 161, 162, 163, 164] — and leveraging a simple control volume power balance,
the deposited power (Pdep) can be further separated into energy fluxes to each surface.
In the assumed cylindrical geometry these fluxes are power flows to the source back
wall, radial walls, and into the diverging nozzle section. This is captured by
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Pdep = Pbw + Pr + Pnoz, (2.31)
where Pbw is the power incident on the back wall, Pr is the power incident on the radial
walls, and Pnoz is the power flowing into the nozzle. All terms are effectively due to
plasma diffusion to the boundaries of the source region. Of these three terms, the
power flowing into the nozzle is the only one that can be converted into directed kinetic
energy; the other two terms are efficiency loss terms. As the back wall and radial
wall terms are loss mechanisms, it is desirable to minimize them; proposed mitigation
methods have included back wall shielding [92] through magnetic field contouring and
increasing the magnetic field within the source region to limit diffusion to the radial
walls [92, 94]. However, these solutions may interfere with nuanced power coupling
mechanisms [165, 166] and lead to lower electron temperatures [122] thereby reducing
efficiency through other means. In any case, the fraction of the deposited power that











The remaining terms on the right hand side of this equation, excluding the compo-
nent efficiencies, captures the conversion of thermal energy stored within the plasma
into directed kinetic energy [83, 92, 94, 146, 152] and is the product of the energy






The total thrust efficiency for a magnetic nozzle, as a product of component
efficiency terms, takes the form of
ηT = ηrfηlossηmηnoz. (2.35)
This general form provides insights into the physical performance loss mechanisms
and captures information regarding the power coupling, plasma source region losses,
partial ionization of the plasma, the energy conversion processes in the nozzle sec-
tion, and the divergence losses. While this general expression for the total efficiency
provides a theoretical framework that is adapted from the efficiency architectures for
other electric propulsion devices [154, 155], not all of the component efficiency terms
are in forms that are conducive to comparison with experimental measurements. In
the next section we further manipulate these equations into forms that lend them-
selves to direct comparison with experimental results.
2.3 Nozzle Efficiency
We can now combine the gasdynamic quasi-1D analysis where the thrust is re-
lated to the cross-section of the nozzle and the efficiency architecture to estimate the
performance of an ideal magnetic nozzle. We apply this formalism to discuss the ex-
pansion and acceleration of the exhaust through the throat with cross-sectional area,
A0, and the exit plane with cross-sectional area, Ad. As shown in Figure 2.3, the
radius of the nozzle geometry at each location is defined from the centerline to the
vacuum interface line - the magnetic field line that grazes the edge of the source at
the exit plane.
For this ideal analysis we leverage insight from previous analytical studies [83, 84,
85, 86, 92, 94, 96, 98, 114, 147, 149, 152, 164] to make four key assumptions:
















Figure 2.3: A nominal magnetic nozzle configuration with points of interest identified.
• The ions are cold
• The ions are sonic at the throat (location of peak magnitude field), i.e. M =




• The plasma expansion is polytropic and governed by an equation of state
Te(ne)
1−γ = constant, where 1 ≤ γ ≤ 5/3
We begin with the nozzle efficiency equation in Eq. 2.34 and assume that the
plasma is singly ionized. Due to the low electron temperatures [83, 88, 94, 151] in
these devices, this assumption is plausible. Of the three terms in this Eq. 2.34,
we have the expressions for the thrust (Eqs. 2.6 and 2.24) and the ion mass flow
rate (Eq. 2.26) in terms of measurable quantities. We are missing an expression
that relates the power flowing into the nozzle to measurable plasma quantities. In a
magnetic nozzle, there are four primary energy fluxes that must be accounted: ion
kinetic energy, internal energy stored within the plasma pressure, heat conduction,
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and ion production costs. The sum of these four energy fluxes describes the power
that flows into the nozzle. The power associated with the ion kinetic energy at the







where the subscript 0 denotes the value at the nozzle throat and Rs is the source tube





The heat conduction term [148], assuming that the expanding plasma in the nozzle










where γ is the polytropic index. Physically, this is the energy flowing through the
electron fluid along the nozzle field lines to maintain the plasma gradients present





where εc is the ion cost in eV. The ion cost can be interpreted as the net energy











In this expression Kiz is the volumetric ionization rate, Kexc is the volumetric exci-
tation rate, Kel is the elastic scattering rate, εiz is the ionization energy, εexc is the
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excitation energy, and i is the state index. Both the ionization and excitation rates
are functions of electron temperature. Note that the ion cost exceeds the ionization
energy due to the presence of excited states that absorb a portion of the absorbed
energy.





















Note that the first term on the right hand side of this equation is the ion kinetic
energy, the second is the plasma pressure, the third is the heat conduction, and the
fourth is the ion production costs.
Combining the nozzle efficiency (Eq. 2.34), the thrust (2.24), and the ion mass
flow rate (Eq. 2.26) while leveraging the definition of the Mach number (Eq. 2.8) to
simplify the expression yields the theoretical nozzle efficiency:
ηnoz,t =
M2γTe,d









Note that in this expression M = ud/
√
γqTe,d/mi denotes the ion Mach number at
the detachment plane. This form of the nozzle efficiency is composed of terms that
are directly measurable plasma properties or inferred from these properties. This
nozzle efficiency expression can be used in two ways: in conjunction with plasma
measurements or the ideal expansion can be analytically predicted. A control volume
analysis of the diverging magnetic nozzle section from the throat to the detachment
plane can yield the latter. The combination of the continuity and the polytropic state
equations, assuming no transverse losses across the vacuum interface lines, yields an








Similarly, via the momentum equation in the control volume analysis, the axial ve-













This latter expression is an implicit function for the detachment plane ion velocity, but
can be solved numerically. These expressions formally relate the plasma expansion
through the nozzle to the area expansion ratio. This is consistent with the gasdynamic
nozzle formalism that we apply here. For clarity, the detachment plane is defined as
the plane at which the plasma is no longer influenced by the magnetic nozzle. The
identification of the physical mechansims that cause detachment is an open research
question [83, 84, 86, 96, 97, 98, 147, 149, 152, 167]; as such, a self-consistent model
does not yet exist. To circumvent this issue and close the above performance model, in
this work the detachment plane coincides with the location at which the ion velocity
plateaus — namely, where the ions are no longer being accelerated by the nozzle.
Note that all of the terms in Eq. 2.42 are either directly measurable or have been
explicitly related to directly measurable quantities, except for the polytropic index.
For completeness, we now formally establish the relationship between the polytropic
index and the measurable plasma properties. Assuming that the plasma is steady and
that the electron velocity vector is approximately aligned with the nozzle field lines,
the collisionless Ohm’s Law states that the electron pressure balances the electric field
∇pe = ene∇φ, (2.45)
where φ is the plasma potential. These assumptions have been shown to be apprix-
imately correct for a moderate power magnetic nozzle operating on argon [164]. If
the electron temperature can be assumed to be constant this relation gives rise to the
canonical Boltzmann relation that links the plasma potential to the plasma density:
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However, in magnetic nozzles the plasma cannot be assumed to be isothermal — the
electron fluid cools as it expands through the nozzle [164]. Loosening the isothermal



















Here, the polytropic index (γ) can be determined from measurable plasma prop-
erties by taking the derivative of each of these equations with respect to ne and Te. In
our analysis we primarily use the derivative of Eq. 2.48 with respect to Te (rearranged





This form allows us to apply linear regression to the plasma potential and electron
temperature data. This analysis technique enables us to use a larger fraction of the
available data — compared to a point-by-point calculation using Eq. 2.48 — and
estimate uncertainties in the polytropic cooling parameter through repeated fitting
of the data.
We now have a general theoretical framework for the nozzle efficiency that is
composed of measurable plasma properties. Later in this thesis we couple this frame-
work with experimental measurements to quantify the performance of a low-power
magnetic nozzle test article.
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2.4 Source Efficiency and Power Deposition
In addition to the nozzle efficiency architecture outlined above, we can also develop
a framework that can be used to predict the source efficiency of a low-power magnetic
nozzle. In this section we strive to build this framework and manipulate it into a form
that can be used in conjunction with experimental measurements. Fundamentally,
we must start with the broad definition of source efficiency (Eq. 2.32) and derive
expressions for the various terms. We already have an expression for the power
flowing into the diverging nozzle section (Eq. 2.41), so we focus on the deposited
power here.
Using a cylindrical control volume analysis of the plasma liner, the deposited
power must be balanced by the sum of the power incident on each surface (back wall,
radial, and entering the diverging nozzle section). The power on the back wall is
comprised of the same terms as the nozzle power,
Pbw = Pv + Pp + PQ + Pc. (2.50)
While the form may be the same, it is possible that the plasma properties differ
between the back wall and the nozzle boundaries. However, it is difficult to make
direct measurements of the plasma within the plasma liner region without perturbing
the plasma [168, 169] to ascertain the exact properties variations between these two
boundaries. Lafleur [94] overcomes this difficulty by assuming that the plasma density
is the same and that the ions are sonic at both boundaries. The primary difference
between the energy fluxes at both boundaries is that the nozzle boundary includes
electron heat conduction. This term is absent in the back wall formulation. However,
upon examining the terms in Eq. 2.50 in detail, it is clear that for low electron
temperature devices the ion production cost (Pc) is the dominant power term, often
by a few orders of magnitude. If we combine this with the assumption that the electron
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temperature is approximately constant within the source region, the power incident
on the back wall and the power entering the nozzle can be estimated as approximately
equal (Pbw ≈ Pnoz). This result is consistent with model results published by Lafleur
[94].
The remaining boundary is the radial surface. If we assume that the plasma
is collisionless, that the electrons are fully magnetized, and that the magnetic field
lines are axially-aligned, then only the ion species can impinge on the radial walls.
The energy within the ion species is comprised of the ion kinetic energy and the ion
production cost, so we can write
Pr = Pv,r + Pc,r, (2.51)
where the subscript r denotes the radial component. We can write the general form







where L is the length of the cylindrical plasma liner, R is the radius of the plasma
liner, n(z,R) is the axial variation in the plasma density adjacent to the liner walls,
and z is the axial coordinate. Likewise, the ion production cost that is carried with





In order to evaluate this expression we need to determine the radial ion velocity
(ui,r). For the source tube wall, this value is the Bohm speed, but the radial ion
velocity can also be spatially mapped across the source tube using measurements. Due
to the small nature of many low-power magnetic nozzle devices and the possibility
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of perturbing the device operation direct measurement of the radial ion velocity is
difficult. However, leveraging 2.11 for a cold plasma, using cylindrical axisymmetry
(∂/∂θ = 0), referencing the geometry to the throat, and eliminating the electric field





























Here Br is the radial magnetic field component, Bz is the axial magnetic field com-
ponent, and ui,θ and ue,θ are the ion and electron swirl velocities, respectively. While
these equations appear to introduce more degrees of freedom (the swirl velocities and
magnetic field) we can eliminate these variables by assuming that the magnetic field
is approximately axial within the plasma liner (Br ≈ 0). This allows us to rearrange
















Note that this form is comprised of measurable properties - even the gradients if we
make spatial measurements. After solving for the radial ion velocity using experi-
mental measurements we can solve for the radial power losses using Eqs. 2.51 - 2.53
if we assume that the plasma profiles within the source region are self-similar. This
allows us to evaluate the source efficiency as
ηloss =
Pnoz
2Pnoz + Pv,r + Pc,r
. (2.57)
Interestingly, we can also estimate the power deposition as a function of radius
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using the principles outlined above if we decompose the cylindrical source region
into cylindrical shell control volumes, as shown in Figure 2.4. If a large number
of partitions are used, the plasma properties can be radially averaged in each shell,
thereby simplifying the Pnoz equations. In each shell the deposited power must still
be equal to the sum of the power incident on all boundaries; we must simply account
for the n and n−1 radial boundaries. Thus, the estimate deposited power within the
cylindrical shell becomes
Pdepn = 2Pnozn + Pv,rn + Pc,rn + Pv,rn−1 + Pc,rn−1 . (2.58)
Note that power flowing from one shell into another is a signed term; the sign of
the radial velocity component can make these terms positive or negative. Power
flowing into a shell reduces the total deposited power into that layer by the amount
of influx. Likewise, it is important to note that the limits on the Pnoz terms are
modified - they are [rn−1, rn] rather than the original [0, Rs]. While this estimated
radial power deposition may not be as accurate as a full 2D power deposition and
antenna radiation model it does provide a useful analysis tool that we can couple
with experimental measurements.
2.5 Divergence Efficiency
While our quasi-1D nozzle efficiency model (derived in the Section 2.3) provides
a simple, useful framework, it has a major limitation: it does not capture radial in-
formation due to the area-slice averaging throughout the nozzle. This limitation is
inherent to quasi-1D models and makes it difficult to track the momentum vectors
throughout the nozzle. Therefore, it is difficult to predict the divergence efficiency
using such a model because, by definition, the divergence efficiency can only be de-
termined if radial velocity information is available. As such, in this section we strive
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Figure 2.4: A notional splitting of the cylindrical source control volume into cylindri-
cal shell control volumes to estimate the radial power deposition.
to loosen the quasi-1D averaging assumption, by incorporating the measured radial
plasma density profile at the throat, to allow us to predicted the expected divergence
efficiency.
As the basis for this model we assume that the diverging magnetic nozzle sec-
tion can be approximated by the magnetic topography generated by a current loop.
Leveraging the analytical work by Simpson, et. al. for a single current loop [170] the






























Here Br is the radial magnetic field, Bz is the axial magnetic field, µ0 is the vacuum
permeability, am is the magnet radius, and I is the coil current. The entirety of the
magnetic nozzle can be defined by iteratively solving these equations. The model
parameters were tuned to match our experimentally measured nozzle profile.
As done by Little [152], if the plume expansion can be assumed to be collision-
less and perfectly attached to the nozzle streamlines up to the detachment point the
diverging nozzle section to be transformed into magnetic coordinates - the local co-
ordinate vectors are parallel (ψ̂) and perpendicular (ξ̂) to the magnetic streamlines
- while retaining the advantages of a quasi-1D model. The first term in the Taylor
expansions of Eqs. 2.59 and 2.60 and the appropriate derivatives to determine the












where ξ(r, z) holds for (z/am) > 1.
At the nozzle throat the streamlines are parallel to ẑ allowing for a simple co-
ordinate transformation of the measured density profiles from n(r) to n(ψ). Due to
our assumptions of self-similarity and perfect attachment to the nozzle streamlines
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the n(ψ) profile is valid up to the detachment point and the local velocity vector is










where 〈v〉 is the average velocity determined from the quasi-1D analysis and ψv is






We now have a model, albeit one that generally must be solved numerically, to
predict divergence efficiency using the same measurements (primarily density and
velocity) as the quasi-1D nozzle efficiency model. Due to the inclusion of radial
information and the loosening of the property averaging across the area-slice of the
nozzle this model yields a more accurate efficiency prediction than the cylindrical
quasi-1D model alone. Upon examination of Eqs. 2.66 and 2.67 the density profile
shape impacts the divergence efficiency performance; if the density profile is non-ideal
(concentrated off-centerline) a greater portion of the velocity is directed radially due
to the higher divergence of the nozzle streamlines away from centerline. This suggests
that we can use this model to examine thruster architectures that generate discharges
with non-ideal density concentrations and assess the performance impact.
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2.6 Summary
In this chapter, we have demonstrated that magnetic nozzle performance can be
evaluated through the lens of gasdynamic nozzles. We have derived expressions for
low power magnetic nozzle performance parameters by leveraging existing efficiency
architectures for electric thrusters and models for moderate power magnetic nozzles.
We now have a theoretical framework for device performance that is composed of
measurable plasma quantities. In the remainder of this thesis we seek to combine
this framework with experimental investigations of a low-power magnetic nozzle test
article to examine the physical mechanisms present in these devices in detail and
elucidate their impact on performance.
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CHAPTER III
Experimental Setup and Diagnostics
The goal of the experimental investigation is to identify non-ideal effects present
within low-power magnetic nozzles and to explore how these effects impact thrust
performance of these devices. In this chapter, we describe a low-power magnetic noz-
zle test article that is designed to achieve this end by allowing for a wide range of
operating conditions. In Section 3.1 we detail the vacuum facilities used to conduct
this experiment investigation. In Section 3.2 we provide a schematic of the various
plasma source physical configurations, details on the magnetic nozzle, and describe
the various operating modes of the plasma source. In Section 3.3 we describe the diag-
nostics used during the experiments. These include a Hall probe, Stabil-Ion Gauge,
various electrostatic probes, and 2D time-averaged Laser Induced Fluorescence to
measure the magnetic nozzle topology, neutral density, and properties of the plasma
as it expands through the nozzle.
3.1 Vacuum Chamber
The experiments were conducted in the Junior Test Facility connected to the Large
Vacuum Test Facility at the University of Michigan. Junior is a 3 meter long by 1
meter diameter stainless steel clad vacuum chamber backed by a turbopump and a
cryopump nominally rated at 800 and 38, 000 L/s on xenon, respectively. At rough
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vacuum the pressure was measured at the wall using an MKS Series 979B Bayard-
Alpert/MicroPirani-style Multi-Sensor Atmosphere to Vacuum Transducer integrated
with an MKS PDR900−1 controller. At high vacuum the pressure was measured by a
Varian 563 Bayard-Alpert hot cathode ion gauge and an Agilent XGS-600 Controller.
The measured background pressure of Junior without the cryopump was∼ 5×10−4
Torr when the experiment required propellant flow rates of 3 mg/s of xenon. At this
background pressure, the ion-neutral charge exchange mean free path is ∼ 10 cm. To
facilitate far-field plume measurements and reduce the presence of this effect within
the plume, the Junior cryopump was operated for all the experiments discussed herein.
The effective pumping speed for these experiments was ∼ 15, 000 L/s on xenon
due to the inclusion of a large hexagonal aluminum plate mounted to the cold head.
To ensure that the plate could sustain a xenon pumping temperature of ≤ 45 K, a
Multilayer Insulation blanket on the bottom of the plate limits the radiative heat
transfer from the chamber walls. The temperature of the cold head and the edge
of the plate was monitored in real-time using two LakeShore DT-670 Silicon Diode
temperature sensors connected to a LakeShore Model 224 Temperature Monitors.
With this pumping capacity Junior was capable of achieving base pressures of ∼
1× 10−8 Torr and a background pressure of ∼ 4× 10−5 Torr during the nozzle source
operation at neutral flow rates up to 3 mg/s of xenon. Figure 3.1 is a photo of this
facility.
3.2 Magnetic Nozzle Plasma Source
The plasma source is a flexible testbed magnetic nozzle source designed to inves-
tigate the phenomena and underlying physics present in low-power magnetic nozzle
operation. It is ∼ 13 cm in diameter and can integrate plasma liners up to 3 cm
in diameter. This compactness enables us to use smaller vacuum facilities without
the diverging nozzle field lines intersecting the facility walls near the source. The di-
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Figure 3.1: A photograph of the Junior vacuum test facility at the University of
Michigan.
verging magnetic nozzle section is generated by a 149-turn solenoid constructed of 10
AWG square, enamel-coated copper magnet wire. In this configuration the solenoid
is capable of producing peak axial magnetic fields of up to ∼ 900 G. The coil current
is driven by an external Sorenson DCS 33-33 DC laboratory power supply. The radio
frequency (RF) power is generated external to the facility by a Agilent 33220A signal
generator and an Ophir 5087Q RF amplifier. Our experiments operated in the 13 - 14
MHz range, based on if frequency tuning was used. To minimize the reflected power
an RF Plasma Products, Inc. AMNS-3000E L-type matching network matches the
antenna load to the source load. Both the RF antenna and the electromagnet spool
are open-loop water cooled to dissipate heat and maintain maximum steady-state
operating temperatures below the maximum source operating temperature of 240 ◦C.
Finally, the propellant is fed to the plasma source from an external reservoir. A Fara-
day enclosure surrounds the liner and antenna to reduce stray RF signal propagation
throughout the chamber, with openings for connections and the plasma expanding
through the magnetic nozzle.
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In this research we used three distinct source configurations: 1) a solenoidal an-
tenna configuration with an external RF matching network, 2) a solenoidal antenna
configuration with an internal RF matching network, and 3) a planar antenna con-
figuration with an internal RF matching network. The latter two configurations are
designed to improve power coupling to the plasma by minimizing the transmission
line length distortion of the load impedance.
3.2.1 Solenoidal Antenna Configuration
Based on previous findings [94, 150, 171] suggesting that limiting source wall
losses is critical to enhancing overall performance, we chose to integrate a quartz
plasma liner with a diameter of 2.5 cm (external matching network configuration) or
1.9 cm (internal matching network configuration) and a length of 1.9 cm. In both
configurations a 3-turn solenoidal antenna is wrapped around the quartz liner, such
that the antenna is slip-fit to the outer diameter of the plasma liner. The antenna
is made of thin-walled 3.2 mm diameter copper tubing to facilitate open-loop water
cooling to minimize impedance changes due to thermal effects. A notional diagram of
the source in the solenoidal configuration can be found in Figure 3.2. A photograph
of this configuration installed in the Junior Test Facility can be found in Figure
3.3; for clarity and further detail, a 3D rendering of the plasma source in the 2.5
cm solenoidal antenna configuration is shown in Figure 3.4. Source operation in
these solenoidal configurations were repeatable and demonstrated stable operation
exceeding 200 cumulative hours with deviations of less than 1% in the steady state
net deposited power and temperature telemetry over the duration of operation.
3.2.2 Planar Antenna Configuration
In the planar antenna configuration, the baseline test device (depicted in Figure
3.4) was used, but the quartz plasma liner is replaced with a boron nitride plasma
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Figure 3.2: A notional diagram of the plasma source in the solenoidal antenna con-
figurations.




Figure 3.4: a) A rendered front view of the testbed device, minus the front Faraday
plate that prevents stray RF leaking into the plume and centers the plasma liner. b)
A rendered rear view of the device.
liner that is 3.8 cm in diameter and 2.7 cm in length. A 3-turn spiral planar antenna
comprised of the thin-wall copper tubing described above is affixed to the backplane
of the boron nitride plasma liner. A notional diagram of this configuration is provided
in Figure 3.5.
3.2.3 Magnetic Nozzle
While the source electromagnet was capable of producing a peak throat strength
of up to 900 G, the experiments detailed within this work did not exceed a throat
strength of 600 G. To verify the electromagnet operation, the magnetic field was
mapped using a 3-axis gaussmeter (all diagnostics are detailed in the next section).
The linear relationship between current input to the electromagnet and the throat
strength, in Figure 3.6a, and the centerline decay of the field strength downstream
of the throat, in Figure 3.6b, is quantified by centerline measurements. A 2D map of
the diverging nozzle section confirms that nozzle is approximately axisymmetric, as
shown in Figure 3.7. The slight nozzle field line deflections in the −r̂ direction are
attributed to small asymmetries in the electromagnet and the fact that the process
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Figure 3.5: A notional diagram of the source in the planar antenna configuration.
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(a) (b)
Figure 3.6: a) The measured nozzle throat magnetic field strength as a function
of the magnet current. b) The measured nozzle centerline magnetic field strength
normalized by the throat strength.
of winding the electromagnet results in coil layers that are slightly helical in nature,
rather than the perfectly flat and aligned layers depicted in the notional diagrams in
Figures 3.2 and 3.5.
3.2.4 Operating Modes
We found the testbed article to operate in two distinct modes - “ring discharge”
and “Gaussian” - depending on the RF antenna configuration, applied power, mag-
netic field strength, and injected xenon mass flow rate. The “ring discharge” mode is
qualitatively characterized by the formation of a visible bright ring, as viewed axially
down the centerline (refer to Figure 3.8), within the plasma liner. We only observed
this mode when the plasma source was in a solenoidal antenna configuration. From a
side view of the plasma source operating in this condition (Figure 3.8b), we observed
visible, bright zones near the vacuum-interface field line as the plasma expanded away
from the plasma source. We did not observe this qualitative feature in the “Gaus-
sian” mode - only observed in the planar configuration and at very low powers in the
solenoidal antenna configurations - as illustrated by the photograph in Figure 3.9.
While we observed qualitative distinctions between the two operating modes, these
qualitative results were corroborated by electrostatic probe measurements (these di-
agnostics are detailed in the next section). As we demonstrate in Figure 3.10, when
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Figure 3.7: The measured nozzle topology at the 30 A magnet current condition. In
the far field the nozzle streamlines deflect in the−r̂ direction due to small asymmetries
in the magnet construction. This general nozzle topology is consistent across all
operating conditions.
(a) (b)
Figure 3.8: a) A front view and b) side view photograph of the source operating at
400 G in the 1.9 cm solenoidal antenna configuration.
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Figure 3.9: A photograph of the source operating at 600 G in the planar antenna
configuration.
the source is operating in a “ring discharge” mode a dip in centerline plasma density
and increase in the density at the radial wall is observed. Note that we choose to
normalize the plasma density profiles in this figure to more clearly illustrate the radial
profile changes; in these operating conditions there were variations in the maximum
plasma density measured as a function of the magnetic field strength. These vari-
ations are attributed to the quality of the plasma-antenna power coupling. As we
increased the magnetic field strength the centerline centerline density depression be-
came greater. Similarly, the density at the radial wall is enhanced. These results are
consistent with modeling results of magnetically enhanced inductively coupled plas-
mas commonly used in plasma processing applications; these results capture spatially
non-uniform power deposition in both solenoidal and helicon antennae configurations
when a critical magnetic field threshold is achieved [165, 166]. While the critical mag-
netic field is dependent on plasma species, source and antenna geometry, magnetic
topology, and dominant power coupling mechanisms, it can drop into the 10-100s
of Gauss range [165, 166], which overlaps with our magnetic operating conditions.
Estimation of the skin depth — a small region into which the bulk of the power is
deposited — for these conditions show that the skin depth decreases from ∼ 1 cm to
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Figure 3.10: A comparison of the density at the source exit plane for the 40 G (solid
curve/squares), 100 G (dashed curve/circles), and 400 G (dotted curve/triangles)
source operating conditions in the internal matching network solenoidal antenna con-
figuration and the 600 G planar antenna configuration (dashed-dotted curve/inverted
triangles). All conditions were operated at a net deposited power of ∼ 170 W and
the propellant flow rate was set to 0.5 and 0.25 mg/s xenon for the solenoidal and
planar antenna configurations, respectively. These measurements were made using
the double Langmuir probe detailed in Section 3.3.
∼ 1 mm with our increasing magnetic field conditions, further suggesting that this
structure is arises from the power coupling.
Conversely, in the “Gaussian” operating mode the density profile is more consis-
tent with those observed in other magnetic nozzle devices [77, 83, 94, 95, 147, 149,
159] and a planar antenna-driven magnetically enhanced inductively coupled plasma
source designed for electric propulsion [172]. As observed in Figure 3.10 this mode
has a predominantly center-peaked plasma density profile, across all magnetic field
operating conditions. This trend runs counter to the “ring discharge” results outlined
above.
In both operating modes of the plasma source, the initial plasma ignition resulted
in a steady, dim discharge with Te ∼ 1−5 eV, ne ∼ 1014−1015 m−3, and forward power
of ∼ 50 W. This initial ignition often required an increased propellant flow rate (3−5
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mg/s of xenon), followed by a gradual decrease in the propellant flow rate to the final
operating condition. The above reported plasma parameters are representative of the
steady discharge at the final flow rate condition. These qualitative and quantitative
observations are consistent with characteristics of a capacitively coupled plasma [83,
122, 173, 174, 175]. After the flow rate was set to the final operating setting, the
power could be increased. As we increased the power to ∼ 120 W forward power, we
observed a shift in brightness of the plume and an impedance mismatch that had to
be corrected by the matching network. In the “ring discharge” mode, this is when the
bright ring became visible. After we tuned the match parameters, the steady, bright
discharge plasma characteristics were Te ∼ 5 − 10 eV and ne ∼ 1016 − 1017 m−3.
After tuning the match parameters we increased the power to the final operating
setting and made final adjustments to the match to minimize the reflected power
- often below 20% of the forward power. Throughout the entire start-up process
the magnetic field setting was applied, and kept constant. While these observed
characteristics are consistent with a shift from capactively to inductively coupled
plasmas [83, 122, 173, 174, 175, 176, 177, 178], we do not have the power telemetry
to confirm how the source was coupling power.
For all experiments reported herein, unless otherwise noted, we operated the
plasma source at a net deposited power of ∼ 170 W and varied the antenna geometry.
In each antenna configuration (large solenoidal, small solenoidal, and planar) we kept




3.3.1 3-Axis Hall Probe
The magnetic field topology of the magnetic nozzle testbed source is mapped
using a 3-axis Hall probe and a Lakeshore Model 460 Gaussmeter. The Hall probe is
mounted at the end of a 25.4 cm stem and is capable of measuring magnetic fields up
to 3 kG in each axis. During the mapping process, the Hall probe was mounted to
three Velmex linear translation stages with a 30 cm vertical and longitudinal throw
and a 40 cm transverse range. These stages are orthogonally aligned and mounted
to an optical table. The magnetic nozzle source is mounted to the same optical table
and then aligned to the stages. The final source-probe alignment is done using a
combination of light reflection from a mirror mounted to the source and using features
of the thruster, such as the exit diameter and the front face, to center the probe
with the thruster centerline at the exit plane. An automated, custom LabVIEW
VI accepts a user-specified measurement location data file and controls the stage
motion, gaussmeter polling, and the data logging. A settling time of 2 seconds at
each measurement location is built in to yield accurate, stable probe measurements.
The 2.08 mm offset of the radial Hall sensor is corrected by an additional probe
movement and sample at each specified grid location. To account for the magnetic
field of the Earth an additional map is measured after the electromagnet is turned
off or - in the case of permanent magnets - the thruster is removed. This map is
subtracted from the initial nozzle map to yield the nozzle streamlines.
3.3.2 Stabil-Ion Gauge
The neutral pressure distribution within the plume is measured with a MKS 370
Stabil-Ion Bayard-Alpert Vacuum Gauge that is calibrated on xenon. To increase
spatial resolution and eliminate measurement error due to the neutral gas flow velocity
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(a) (b)
Figure 3.11: The neutral pressure measurement locations (center of the crosses)
throughout the plume of the plasma source a) solenoidal antenna configurations and
b) planar configuration with an overlay of the nozzle field lines (curves).
a 3.2 mm diameter Pitot probe is connected to the 2 − 3/4” Conflat connection on
the Stabil gauge. To accommodate the size of the Stabil gauge relative to the nozzle
source diameter, the Pitot probe was constructed in an L-shape with a length of 15.2
cm and height of 10.2 cm. To correct for the pressure drop across the Pitot tube, the
Pitot tube is removed and the gauge is placed downstream of the device and pressure
measurements are made at various propellant flow rates. The Pitot tube is then
replaced and the measurements are repeated at the same flow rates. This process
characterizes the pressure drop, allowing the measurements with the Pitot tube to
be corrected. Figure 3.11 details the measurement locations for the solenoidal and
planar antenna configurations of the testbed article.
The MKS 370 controller communicates with the DAQ via RS-232 to log the pres-
sure data. Prior to starting the automated move-acquire process, the Stabil gauge
was turned on and allowed to warm up for an hour to remove moisture within the
Pitot tube and reduce measurement error. Due to the low conductance of the Pitot
probe the settling time is set to 100 seconds at each measurement location to provide
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a stable pressure reading.
3.3.3 Double Langmuir Probe
For this testbed device, which operates at 1s to 10s of MHz, electrostatic probes
that reference ground require RF compensation to avoid distortion of the measured
I-V traces [179, 180, 181, 182, 183, 184, 185]. However, RF compensation adds com-
plexity to the circuit, is often designed for a single operating frequency, and results
in a large probe. Due to the frequency tuning used during source operation and
the small sizes of these nozzle sources RF compensation was not attempted. To cir-
cumvent this issue, we used a floating planar double Langmuir probe (DP) to extract
plasma density and electron temperature profiles throughout the plume. In this probe
configuration (see Figure 3.12), a bias is applied between the two probe tips and both
tips are allowed to follow the local RF-driven potential oscillations. If these potential
oscillations are small this scheme minimizes the RF-induced distortion effects on the
measured I-V trace [186, 187, 188, 189, 190, 191].
To extract plasma parameters from the measured I-V trace we follow the methods
outlined by Brockhaus et. al. [192]. If the plasma is assumed to be Maxwellian the
I-V trace fits a hyperbolic tangent function dependent on the plasma density and
electron temperature, thereby allowing these properties to be extracted. Note that
this measurement technique does not allow the probe to enter electron saturation,
so the plasma potential cannot be extracted from the trace. For completeness, the
theory used during data analysis is highlighted here; for a more complete derivation
refer to Refs. [192, 193, 194]. The first step in the analysis is determining if the probe
is operating in a thin- or thick-sheath regime by comparing the characteristic probe
length (`p) to Debye length (λD). The Debye length characterizes the distance over
which a plasma screen electric potentials and the sheath around a surface has been
shown to be several Debye lengths thick [122]. The Debye length is defined as
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where ε0 is the vacuum permittivity of free space. In the thin-sheath limit (`p  λD)
the collected double probe current can be shown to be












Here ni is the ion density and Ap is the probe area. By taking the second derivative of
this equation and using the extrema of the results, we can recover a simple expression












where ∆V is the voltage difference between the extrema. Using this result, the I-V
trace data can be fit with the hyperbolic tangent function in Eq. 3.2 to yield the ion
density. If the assumption of quasineutrality holds, the ion density is equal to the
electron density and can be simply called the plasma density.
If the probe is operating in the thick-sheath regime (`p  λD) then a series of
corrections must be applied. The end results takes the form of
I(ψ) = I∞
j11 exp(ψ/2)− j12 exp(−ψ/2)
exp(ψ/2)− exp(−ψ/2)
, (3.5)
where ψ is the bias voltage normalized by the electron temperature, and j11 and j12
are correction factors. These correction factors are of the form
j11 = (β − χ+ ψ1)α (3.6)
and
j12 = (β − χ− ψ2)α. (3.7)
Here α and β are correction parameters, χ is the dimensionless floating potential, and
ψ1 and ψ2 are the dimensionless probe potentials relative to the floating potential.
Note that, from the general double probe circuit in Figure 3.12, that ψ1 = ψ − ψ2.
































+ α ln(β − χ), (3.10)
and












+ ln[1 + exp(ψ)]. (3.11)
If we assume that the ion temperature is small compared to the electron temperature
(Ti  Te), then this series of equations is somewhat simplified. Eqs. 3.5 - 3.11 can
be numerically iterated to yield the electron temperature and plasma density. Most
of our measurements presented in the following chapters required this thick-sheath
analysis, especially in certain operating conditions and in the plasma-sparse plume
far-field.
To make the measurements required for this analysis the probe was constructed
of 1 mm diameter tungsten rods slip-fit into a standard 3.2 mm diameter double
bore alumina tube. The probes were physically mounted to the probe positioning
system. A floating Keithley 2400 Sourcemeter interfaced with the main LabVIEW
DAQ VI is used to bias the probes from −100 ≤ V ≤ 100 V and sink the measured
current. To determine the error in the plasma density and electron temperature
the I-V trace is bootstrapped at least 1, 000 times. Bootstrapping is the practice
of reconstructing the I-V trace using randomly selected bias points and a randomly
selected corresponding current bounded by the original errorbars at that point. To
clarify this process, take an example trace of the double probe like the one in Figure
3.13. Referring to Figure 3.13, during the boostrapping process the collected current
at each bias potential is randomly assigned, with the value residing between the
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(a) (b)
Figure 3.13: a) A characteristic I-V trace measured with the double probe. This spe-
cific trace was measured at the centerline, exit plane of the testbed article operating
in the solenoidal antenna with an external RF matching network configuration with
∼ 170 W input power, 3 mg/s of xenon, and a throat strength of 300 G. b)A subset
of the measured I-V trace (black dots) and the associated error at each point (gray
dashed lines).
upper and lower error bounds depicted in the figure. These errors were characterized
as the combination of the 2σ error through repeated measurements of the collected
current at the trace voltage endpoints and the Sourcemeter error listed in the vendor
documentation. The reconstructed trace is then fitted to extract plasma properties
and this process is repeated. Assuming that the original errors are Gaussian-like the
electron temperature and plasma density can be described by the mean and standard
deviation of the bootstrapped results, with our chosen errorbars corresponding to
2σ. For clarity, the measurement locations with the double Langmuir probe for the
testbed article configurations are outlined in Figure 3.14.
3.3.4 Emissive Probe
A DP cannot measure the plasma potential directly, so we use a hairpin emissive
probe to supplement the DP measurements. A general electrical schematic for this
probe can be found in Figure 3.15. This particular schematic is able to support both
the inflection point and the floating point with large emission measurement methods




Figure 3.14: The double Langmuir probe measurement locations (center of the
crosses) throughout the plume of the a) 2.5 cm ID solenoidal antenna, b) 1.9 cm
ID solenoidal antenna, and c) planar antenna configurations overlain with the diverg-
ing magnetic nozzle lines (curves).
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Figure 3.15: The general electrical circuit for a hairpin emissive probe.
with large emission method during our experimental campaign and accepted the
higher error associated with this method [195, 196]. As such, the bipolar operational
amplifier (BOP) in Figure 3.15 is removed.
It is important to note that an emissive probe does not directly measure the
plasma potential; rather, it measures the sheath floating potential, which is typically
offset from the plasma potential by a factor of Te. Here we briefly highlight the theory
outlined by Sheehan et. al. [196] that is used in our analysis. For a more complete
discussion refer to Ref. [196]. Like the DP analysis, the first step in the emissive probe
analysis is determining whether the probe is operating in the thin-sheath (`p  λD)
or the thick-sheath (`p  λD) regime. There is no simple analytical models for a
floating emissive probe, however in the thin-sheath limit the high emission floating
potential can be approximated as
V emf = φ− 1.5Te + ∆φvc, (3.12)
63
where ∆φvc is the potential difference between the floating potential and the virtual
cathode minimum. This last term captures space-charge effects that may be present,
but for plasmas where Te is much greater than the emissive probe wire temperature
this term may be negligible [195, 196]. There is one major inconvenience with Eq.
3.12: the electron temperature must be known. Typically, the electron temperature
is measured with a different diagnostic (like our DP here), but it is also possible to
estimate this value using the emissive probe itself. This can be a quick check for
the DP results. Noting that a floating potential adjusts such that no net current is
drawn, and assuming the probe can be modeled as cylindrical, the electron current













Noting that the ions must be accelerated to the Bohm speed for a probe operating
in the thin-sheath limit and equating the ion and electron currents yield the cold
floating potential:








For a xenon plasma the cold floating potential in the thin-sheath regime can be
approximated as
V cf = φ− 5.77Te. (3.15)
The high emission floating potential (Eq. 3.12) and the cold floating potential (Eqs.
3.15) can be combined to eliminate the plasma potential and yield an estimate for the
electron temperature as a function of the floating potentials - the measured values
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By equating Eqs. 3.13 and 3.17 the relationship between the cold floating potential,
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This equation can be implicitly solved for the cold floating potential as a function of
electron temperature and plasma potential. For xenon this results in
V cf = φ− 5.24Te. (3.19)
For the thick-sheath case the high emission floating potential can be written as
V emf = φ− δTe, (3.20)
where 0 < δ < 1.5. These bounds stem from the fact that for an electropositive
plasma (like xenon) the floating potential is lower than the plasma potential (δ > 0)
and must be less than the thin-sheath cold floating potential (δ < 1.5 - from Eq.
3.14). The value for δ in the thick-sheath case is difficult to accurately predict; this
results in an expression for estimated electron temperature that is not well defined
T este =




but can be useful to quickly check the order of magnitude of the DP electron tem-
perature values. Recall that we assumed a xenon plasma for both the thin- and
thick-sheath estimated electron temperature equations (Eqs. 3.16 and 3.21, respec-
tively).
Armed with this analysis we built, our hairpin emissive probe. The probe is
constructed of 250 µm diameter thoriated tungsten wire that is friction fit into a 1.6
mm diameter double bore alumina tube that is packed with filaments of tungsten
wire [195, 196]. The additional tungsten filaments ensure that that the hairpin loop
is the only portion of the probe that reaches emission temperatures. We heated the
hairpin filament to electron emission using a a Sorensen 60−10 DC laboratory power
supply and measured the floating potential on each side of the filament using a pair
of AD-210 isolation amplifiers. To account for the finite resistance of the hairpin
filament, and resulting potential drop due to the heating current, the average of the
two floating potential measurements is taken as the nominal value. This averaged
value is corrected by an appropriate factor of Te [195], depending on the thin- or
thick-sheath regime that the probe encountered and using the electron temperature
results of the DP, to determine the plasma potential. The floating potential is sampled
at 10 kHz and at least 5000 samples are averaged at each measurement location. The
error in the plasma potential is taken as the convolution of the propagated error in
the electron temperature and 2σ of the sampled floating potential measurements. For
reference, the emissive probe measurement locations for the testbed configurations are
provided in Figure 3.16.
3.3.5 Guarded Faraday Probe
To complement the density, electron temperature, and plasma potential measure-
ments of the DP and EP we also employ a planar guarded Faraday probe to infer




Figure 3.16: The emissive probe measurement locations (center of the crosses)
throughout the plume of the a) 2.5 cm ID solenoidal antenna, b) 1.9 cm ID solenoidal
antenna, and c) planar antenna configurations overlain with the diverging magnetic
nozzle lines (curves).
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Figure 3.17: The axial evolution of the current density measured by the Faraday
probe for the planar antenna source configuration.
ure 3.17 - is used to bias the probe into ion saturation and measure the collected
current across a sense resistor. A Faraday probe that is biased into ion saturation
(Vprobe  Vf ), assuming that the ion population is singly charge, collects ion current:
Ii = qniviAp, (3.22)
where vi is the incident ion velocity. The inclusion of a guard ring flattens the probe
sheath and serves to screen ions with shallow incidence angles from the collector
[197], reducing erroneous current collection and reducing uncertainty in the effective
probe collection area. Assuming that the plasma is quasineutral the collected current
measurement, probe geometry, and plasma density from the DP can be combined to
determine the incident ion speed. Directional information for the ion velocity can be
inferred with knowledge of the probe orientation at each measurement location.
A spatially-resolved map of the ion velocity can be created by repeatedly taking
measurements throughout the plume, possibly lending insight into acceleration mech-
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Figure 3.18: The axial evolution of the current density measured by the Faraday
probe for the planar antenna source configuration.
anisms or plume divergence. The divergence angle of the plume can be determined
from multiple Faraday probe measurement sweeps, with each sweep being taken at a
fixed distance from the thruster exit plane. In our experiments, most of the Faraday
probe measurements were taken in the plume near-field, so we follow the practice of
using a cylindrical coordinate system for the thruster-probe system [197], with Fara-
day probe sweeps made at fixed axial distances downstream. An example of these
radial sweeps at several axial distances for the planar antenna configuration can be
found in Figure 3.18.
Note that the sweeps in Figure 3.18 have been normalized by the probe collec-
tion area to yield the current density. This form is convenient for determining the
divergence angle of the plume. This analysis starts by determining the total plume





where j(r) is the current density as a function of the radial position and r is the radial
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coordinate. We use the Faraday probe sweep at the thruster exit plane to determine
the plume current. We then choose to track the axial evolution of the area required
to encompass 95% of the calculated plume current. This process yields a (Z,R95%)
pair for each Faraday probe sweep. We can then use linear regression to determine
the slope of the line through all Faraday probe (Z,R95%) pairs (S95%) and estimate







In light of this analysis, we built our planar guarded Faraday probe following
the design methodologies recommended by Brown et. al. [197]. Due to the small
size of the testbed device the probe is constructed of a 1.5 mm diameter tungsten
rod slip fit into a single bore alumina tube with a 2.3 mm OD. Tungsten foil - 80
µm in thickness - is wrapped around the alumina to create the guard ring. A pair
of Keithley 2400 Sourcemeters apply a −50 V bias to both the guard ring and the
collector, ensuring that the probe is collecting ion saturation current, and measure
the collected current. The current density is calculated by dividing the collected
ion current by the probe collection area. Due to motion stage constraints and the
recommendation that Faraday probe measurements within 4 thruster diameters be
treated as near-field measurements [197] only axial data is presented. The locations
for the axial Faraday probe measurements for the source configurations are presented
in Figure 3.19.
3.3.6 Time Averaged Laser Induced Fluorescence
To supplement the electrostatic probes we use a 2D time averaged Laser Induced
Fluorescence (LIF) scheme to measure the axial and radial ion velocity distribution
functions (IVDFs) noninvasively. Noninvasive diagnostics are advantageous for our




Figure 3.19: The axial Faraday probe measurement locations (center of the crosses)
throughout the plume of the a) 2.5 cm ID solenoidal antenna, b) 1.9 cm ID solenoidal
antenna, and c) planar antenna configurations overlain with the diverging magnetic
nozzle lines (curves).
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probe to be inserted into the plasma, thereby avoiding perturbations inherent with
traditional electrostatic probes [198].
Our LIF setup measures the ion velocity by exciting ions in the 5d2F7/2 state
to the excited 6p2D05/2 state. This excited state then relaxes to the 6s
2P3/2 state,
releasing a photon. By counting the number of photons released over an integration
period the ion intensity at a given wavelength is determined. By detuning the laser
and accounting for Doppler shift the ion velocity distribution is measured. At a
fundamental level the LIF profile is a convolution of the laser frequency profile, the
Doppler lineshape, and the line broadening profile:
Φ(ν) = α(ν) ~ ΦD(ν) ~ ΦL(ν), (3.25)
where α(ν) is the Doppler-free lineshape, ΦD(ν) is the Doppler lineshape, and ΦL(ν)
is the laser frequency profile. LIF leverages the fact that for moving, nonrelativistic





where νL is the laser frequency, vk is the projection of the ion velocity along the laser
path, and c is the speed of light. Since the metastable transition wavelength is fixed in
the laboratory frame, the Doppler-shifted frequency indicates the ion velocity along
the laser path. Due to the fixed wavelength, the corresponding laser frequency to
excite the transition is equal to the zero-velocity transition frequency for fluorescing
ions in the ion frame is















Physically, by repeating this process across a range of laser frequencies, the Doppler
lineshape is mapped to the ion velocity distribution along the laser path. Assuming











Note that this result is a 1D ion velocity distribution. We estimate the mean ion
velocity in a given direction by using the moment of a sums-of-Gaussian fit to the
measured IVDFs. An example of the sums-of-Gaussian fit can be found in Figure 3.20.
Orthogonal laser paths can yield 1D distributions for each laser path, but information
concerning how the velocity in one direction relates to the velocity in other directions
is lost. For our analysis we accept this information loss and assume that there is a
single ion population at each point in space; our mean velocity analysis then yields
values in each direction (axial and radial). These mean velocities can be combined to
approximate the velocity vector. To enhance the measurement signal-to-noise ratio
we integrate the measurement over long time periods (1 ms - 1 s) at each discrete
laser frequency, therefore we also assume that the time-averaged velocity distribution
is representative of a single ion population.
Due to the presence of the magnetic nozzle, we had to assess the potential impact
of Zeeman splitting on our results. Following the approaches of Jorns et al. [199] and
Huang et al. [200], and assuming that the ion velocity distribution is Maxwellian,
we estimate that Zeeman splitting adds ≤ 5% to the uncertainty in the ion velocity
measurements at the exit plane. Due to the rapid decay in the magnetic field strength
with increasing distance from the exit plane, the uncertainty due to Zeeman splitting
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Figure 3.20: An example axial and radial IVDF at (Z,R) = (0, R0/4) for the large
solenoidal antenna configuration operating at ∼ 170 W net deposited power, 3 mg/s
xenon flow rate, and 400 G peak magnetic field.
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decreases downstream. This low uncertainty contribution allows us to neglect this
effect in our analysis of the results.
To make these IVDF measurements we use the 2D LIF system notionally outlined
in Figure 3.21. In the injection leg we use a New Focus TLB-6716-P Velocity External
Cavity Diode Laser with a nominal wavelength of 834.7 nm (in air) to excite the
xenon ion transition. A sampler diverts ≤ 1% of the laser power into a wavemeter,
etalon, powermeter, and an opto-galvanic cell through a chopper. The wavemeter
measures the laser wavelength at each point along the IVDF. The laser mode quality
is monitored by the etalon while the laser power is measured by the powermeter. For
the experiments herein the laser power remained constant throughout the sweeps so
no IVDF corrections were required. The laser wavelength corresponding to zero ion
velocity is measured with the opto-galvanic cell. To reduce noise the leg of the laser
entering the opto-galvanic cell is chopped and the output signal is sampled using a
Lock-In-Amplifier (LIA). Similarly, the two injection legs - one for the radial and the
other for the axial measurements - are chopped at distinct frequencies and collimated
into optical fibers. The fibers are then passed into the chamber via potted FC/PC
feedthroughs.
Inside the chamber the fibers are connected to the injection optics. The internal
optics are aligned using an optical pin mounted to the source. We verify the chamber-
source-optics alignment by moving the source mounted to the translation stages. The
collection optics are also aligned to the optical pin and feeds the measured signal into
the collection fibers. These fibers are passed to the external LIF setup through an
SMA feedthrough.
In the collection leg of the system the collected light is passed through a spectrom-
eter, a PMT, and a trans-impedance amplifier (TIA). The spectrometer band-pass
filters the collected broadband light, retaining the relevant wavelengths. The signal is
then amplified by the PMT and the resulting current signal is converted into a voltage
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Figure 3.21: A block diagram of the time averaged LIF experimental setup.
signal by the TIA. This voltage signal is passed into a pair of LIAs that decompose
the signal into the axial and radial measurements. This process is repeated for each
laser scanning wavelength to yield an IVDF in both directions.
3.3.7 Motion Stage Positioning System
To facilitate 2D plume mapping we use a motion stage positioning system com-
prised of two Velmex Unislide translation stages with 84 cm (transverse) and 69 cm
(longitudinal) ranges. The motion stages are controlled by a PhidgetStepper 1067
motion circuit interfaced with a LabVIEW VI that converts a user-specified measure-
ment grid into motor steps. We use this positioning setup to interrogate the plume
from source centerline to several centimeters beyond the vacuum interface magnetic
field line and from the source exit plane to 20 cm downstream.
The first configuration described in Section 3.2 is designed to facilitate time-
averaged LIF measurements by allowing the optics to reside at a fixed location. As
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illustrated in Figure 3.22a, in this configuration the plasma source is mounted on
the pair of translation stages and moved relative to the LIF optics and fixed-position
electrostatic probes. In the other two configurations the internal RF matching net-
work requires the testbed device to reside at a fixed location. We interrogate the
plume with electrostatic probes mounted to the this motion stage positioning system.
Figure 3.22b depicts this setup.
3.4 Summary
In this chapter, we have detailed the configurations of the versatile test article that
we used throughout work and the vacuum facilities used during the experimental cam-
paigns. The various test configurations were used to investigate different low-power
magnetic nozzle operating regimes, and, as such, we observed different operating
modes. These operating modes were discussed to provide clarity and context for our
work presented in the remaining chapters of this thesis. We have also described the
plasma diagnostics that were used and outlined the analyses associated with each. We
next use these test article configurations and this suite of plasma diagnostics to mea-
sure the plasma properties required for the performance model described in Chapter
II. The fusion of these experimental measurements and the performance framework
allows us to examine the physical mechanisms present in low-power magnetic nozzle




Figure 3.22: a) The experimental setup used to measure the spatial evolution of the
ion velocity distribution throughout the expanding magnetic nozzle using LIF. b) The




Impact of Near-Field Neutral Density on Thrust
Performance
4.1 Introduction
In this chapter we examine the performance of the low power magnetic nozzle
test article operating in a low ionization fraction regime. To this end we combine the
theoretical performance framework outlined in Chapter II with the plasma diagnostics
in Chapter III. In the derivation of the theoretical performance architecture we
assumed that the neutral species played a negligible role in the plume expansion
and overall device performance. In this chapter, we examine the validity of this
assumption. This question is of particular interest because, to date, existing magnetic
nozzle predictive models neglect the role of the neutral species beyond the source
region [84, 92, 94, 149, 152]. It is unclear if this species plays an important role in
the plasma expansion or significantly impacts the device performance.
To explore this question, we configure the plasma source and set the operating
conditions such that the ionization fraction is low. In Section 4.2 we present extensive
spatially-resolved plume maps of the exhaust structures that were obtained using the
suite of electrostatic probes and LIF outlined in Chapter III. Using these experimental
results, we are able to apply the theoretical architecture derived in Chapter II to
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determine the both the empirical and expected performance of the test article. We
discover that the performance of the device is significantly lower than the predicted
performance. We posit that an apparent downstream shift in the location where the
ions become sonic is a primary contributor to the observed performance discrepancy.
Indeed, we demonstrate that the nozzle performance theory agrees well with the
empirical thruster performance when the model throat location is shifted to coincide
with the actual ion sonic location. In Section 4.3, we explore possible underlying
neutral-driven mechanisms that may contribute to the delayed onset of the sonic
condition and proceed to correlate these mechanisms to the downstream shift in the
sonic location. We present evidence that ion-neutral collisions and ionization may
be mechanisms that influence the plasma expansion, while electron-neutral elastic
collisions do not appear to play a significant role. We summarize our results and
discuss the ramifications of these findings in Section 4.4.
4.2 Experimental Results
In this section we present the measurements of the plasma properties necessary to
evaluate the measured and model predictions for nozzle performance. The source was
configured in the 2.5 cm OD solenoidal antenna case detailed in Chapter III. Refer to
Figure 3.2 for a notional diagram of this configuration. These data were taken with
the nozzle operating at ∼ 170 W combined deposited power into the transmission line
and plasma source and 3 mg/s xenon propellant flow rate. We took measurements




In Figure 4.1 we show contours maps of the measured plasma density, plasma
potential, and electron temperature in the nozzle plume. The electron temperature
map in figure 4.1a shows cooling as the plasma expands downstream. This indicates
that the plasma is not isothermal and is losing thermal energy. In turn, this cool-
ing is correlated with the spatial distribution of the plasma potential, which figure
4.1b shows is highest at the nozzle inlet and decreases with distance from this plane.
The electrostatic field in the plume that results from this potential structure is the
mechanism for accelerating ions. The plasma density plot (Figure 4.1c) shows the
evident expansion of the plasma in the axial and radial directions with the highest
density concentrated on centerline at the throat. This is consistent with the plasma
pressure, as represented by the electron pressure, decreasing as it expands. The con-
volution of the ion acceleration and the density profile is captured in the axial ion
current density plot in Figure 4.1d. However, there is a notable feature in the plasma
density and current density profiles: for slices at constant axial location beyond the
(Z/R0) = 1 plane, the plasma density exhibits a radially non-monotonic dependence.
This is characterized by an effective “clustering” near the vacuum interface line. This
type of structure has been observed before [88] and may be explained in part by a
combination of spatially non-uniform heating within the plasma liner [165, 166] and
the presence of a corresponding well in plasma potential along this boundary (Figure
4.1b). This potential well structure has been noted in a number of magnetically con-
fined plasmas [83, 201, 202, 203] and can be interpreted as the consequence of charge
separation that results from ions with sufficient transverse energy overshooting the
attached electron fluid. The potential well forms to counter this finite transverse ion




Figure 4.1: a) A spatial map of the electron temperature, b) plasma potential, c)
plasma density and d) axial ion current density (contour and solid curves) with an
overlay of the magnetic nozzle field lines (dashed curves) for the 400 G, ∼ 170 W net
deposited power, and 3 mg/s xenon propellant flow rate operating condition. Note the
potential well near the vacuum interface line and that the axial position is referenced
to the throat location.
lines [83, 201].
4.2.1.2 Ion Acceleration
Taken together, the plasma measurements in Figure 4.1 show that the condi-
tions are appropriate for electrostatic ion acceleration. We measured this accelera-
tion directly in the near-field with the LIF system by characterizing the axial and
radial IVDFs simultaneously (see Figure 4.2a). The mean velocity in each direction
is calculated by taking the moment of these distributions after applying a sums-of-
gaussians fit. The resulting vector map exhibits a subsonic ion speed at the source exit
plane (cs ∼ 1.5 km/s for this 400 G condition) and large radial velocity components
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throughout the plume. The error in these measurements is estimated as the 95% con-
fidence interval after bootstrapping the IVDFs 10, 000 times; the largest error is at
(Z/R0,R/R0) = (5/4, 3/2) mm with ±12% error in speed and ±4◦ in angle. The tra-
jectories of the ions are consistent with our measurements of the plasma potential in
Figure 4.1. Indeed, following these contours, it is evident that the ion trajectories ap-
pear to be driven by electrostatic acceleration resulting from the potential structure.
This is consistent with our physical interpretation of the nozzle dynamics outlined in
Chapter II. Moreover, we note that our results are consistent with previous nozzle
studies in two signficant ways. First, as shown in Figure 4.2b, the ions are in fact
accelerated, albeit not prodigiously, in the axial direction as they transit downstream.
This is an indication that the ions are gaining directed kinetic energy as they transit
the nozzle. Second, the ions appear to exhibit an “outward separation” in so much
as their trajectories diverge more quickly than the nozzle streamlines. This type of
ion motion has been seen both experimentally [83] and predicted numerically [149].
Due to low signal-to-noise ratio in the downstream region where the plasma be-
comes more sparse, we were only able to map the ion trajectories using LIF in the
region shown in Figure 4.2. To supplement the near-field data and provide a more
complete depiction of the ion dynamics, we also mapped the ion current density
in the far-field (see Figure 4.1d). This spatial map, like all the electrostatic probe
maps, extends from the near-field into the plume far-field. The overlapping of the
ion current density map with the LIF measurements allows for the inference of the
far-field ion velocity when coupled with the plasma density measurements, assuming
that the plasma is singly ionized (j = qneu). This map reveals a new detail for the
ion trajectories: as shown in Figure 4.2c, the centerline ion velocity plateaus within
(Z/R0) ∼ 5, thus we are able to empirically designate this plane as the detachment
location.
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Figure 4.2: a) An example axial IVDF at (Z/R0, R/R0) = (0, 1/4) with a sums-of-
Gaussian fit (solid curves) to the raw data (circles). b) The resulting ion velocity
vectors (arrows) and corresponding ion streamlines (dotted curves). c) The mean
axial ion velocity on centerline. d) The inferred local ion Mach number (contour and
solid curves) with an overlay of the magnetic nozzle field lines (dashed curves). All
data is taken from the 400 G, ∼ 170 W net deposited power, and 3 mg/s xenon
propellant flow rate operating condition. Note that the measurement locations are
indicated by an ’x’ and that the axial position is referenced to the throat location.
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4.2.1.3 Mach Number
In Figure 4.2d we show a plot of the calculated ion Mach number. This result
reveals a notable feature that is inconsistent with the physical assumptions we out-
lined for the model described in Chapter II: it is evident that at the inlet plane of the
nozzle, which is characterized by the peak magnetic field magnitude, the ions have
not become sonic. Instead, the sonic transition occurs further downstream at location
(Z/R0) ∼ 0.5. This result is consistent with recent work that has been performed
on a low power electron-cyclotron resonance thruster [113] and seems to be evidence
that the idealized nozzle expansion may have some limitations in describing this low
power regime of operation. We revisit this in the following section.
4.2.1.4 Polytropic Cooling
With the plasma measurements from the preceding sections, we have nearly all of
the information required to evaluate both the experimental and analytical predictions
for nozzle conversion efficiency. The major remaining key element is the polytropic
cooling index. However, we can estimate this value by noting that dφ/dTe = γ/(γ −
1) and using linear regression of the plasma potential versus electron temperature
[164, 204]. The resulting best fit linear regression to the data along centerline is
shown in Figure 4.3a for the six magnetic field settings that we investigated in this
work. The error is estimated by using the lines fit to the extremes of the data and
its associated error, resulting in the steepest and shallowest line slopes (see Figure
4.3b). For comparison, we also show the polytropic index for adiabatic and isothermal
cooling. In all six cases, it is evident that γ ∼ 1.1, which is within the range of
measured values for electric propulsion devices operating on xenon [99, 114, 204, 205],
and between the adiabatic (γ = 5/3) and isothermal (γ = 1) limits.
Summarizing the above results, we see that this low power nozzle does exhibit the
type of behavior we expect for these devices. Electron thermal energy evidently is
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Figure 4.3: a) The value of the polytropic index inferred using linear regression of
the plasma potential versus the electron temperature for the source operating condi-
tions (squares). Note that value of the polytropic index is bounded by the adiabatic
(γ = 5/3, dashed line) and isothermal (γ = 1, dotted line) limits. b) The measured
centerline plasma potential versus the electron temperature (circles) for the 400 G
operating condition and the best-fit regression line (solid line). The error in the poly-
tropic index is calculated by using the lines fit to the data, and its associated error,
such that the minimum and maximum slopes are obtained (dashed and dotted lines).
Across all magnetic fields the device is operated at ∼ 170 W net deposited power and
3 mg/s xenon propellant flow rate.
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converted to ion kinetic energy with the magnetic field acting as a mediating factor.
This acceleration then occurs until a discrete downstream “exit plane.” In the next
section, we apply the formalism outlined in Chapter II to quantify the efficacy of this
nozzle conversion and compare it to the analytical predictions.
4.2.2 Nozzle Performance
4.2.2.1 Efficiency
Leveraging the results from the previous section, we can employ the formulations
from Chapter II - Eqs. (2.36) - (2.42) - to evaluate the nozzle efficiency. To this end,
we estimated the location of the exit plane as the location where the ion velocity
plateaus, as inferred from the Faraday probe, yielding Ad (as defined by the area
swept by the vacuum interface lines). We estimated the axial component of the ion
velocity at this exit plane from the Faraday probe data, yielding a value for ud. We
approximated the ion flow rate by using the measured density (double Langmuir
probe), ion velocity (LIF), and source geometry at the throat (ṁion = mine,0u0A0).
We determined the electron temperature at the throat using the double Langmuir
probe measurements to yield Te,0 and the polytropic index of ∼ 1.1 from Figure 4.3.
And finally, we estimated the ion energy cost using the analysis outlined in Lieberman
and Lichtenberg [122] to yield εc. Combining these measurements and inferred values
at the throat yielded a calculated power flowing into the nozzle and an estimate for
thrust. With these values, we ultimately were able to use Eq. 2.42 to generate a plot
of the nozzle efficiency, as shown in Figure 4.4a.
This result shows that the nozzle contribution to the overall efficiency is markedly
low, < 10%. In other words, this low power nozzle is only capable of converting 10%
of the available energy at the inlet into directed exhaust. The major driver for this
loss in efficiency is illustrated by looking at the different contributions to the noz-
zle power in Eq. 2.41, shown in Figure 4.5. It is evident from this figure that the
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largest term is the ion cost, scaling with εc. This finding is consistent with previous
works [85, 92, 94, 152] and underscores the dominant role of frozen flow losses asso-
ciated with ion production. On the other hand, we note that the nozzle efficiency
does monotonically improve with magnetic field strength. Physically, this trend is
expected because our measured electron temperature at the throat increases with
increasing magnetic field, and as previous work has shown, increased electron tem-
perature can translate to improved efficiency [83, 94, 114]. We do note that the trend
in electron temperature with magnetic field is not predicted by classical 0D global
power balance models [122]; this power balance predicts that electron temperature
decreases with increasing magnetic field strength due to the correspoding decrease in
plasma diffusion to the radial walls. This discrepancy does not impact our analysis
here as we focus on the downstream dynamics of the source. However, we note that
there are a number of possible explanations for this result. For example, as Kinder
and Kushner proposed, the increased electron temperature at higher magnetic field
conditions may be explained by spatially non-uniform power deposition; a result that
is numerically predicted for solenoidal antenna power coupling to a plasma in the
presence of a magnetic field [165, 166].
For comparison to these measured results, we next evaluate the analytical pre-
dictions for the nozzle efficiency. To this end, we follow the conventional approach
used in the formulation in Chapter II where we assign the “throat” to be the exit
of the liner. We assume an expansion ratio consistent with the detachment point
measured in Figure 4.2d (Ad/A0 = 6.7) and that the ions are sonic at the throat.
We also employ the measured electron temperature at the throat (Figure 4.1a) and
the polytropic index (Figure 4.3). As can be seen from Eq. 2.42, in order to do a
comparison between the analytical nozzle efficiency and measurements, we need to
take into consideration the divergence efficiency of the system. We evaluated this
correction by using Faraday probe measurements in the detachment plane and the
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Figure 4.4: a) The inferred nozzle efficiency from measurements of the plasma source
(squares) compared to the efficiency predicted by the ideal model (circles) and the
model using the downstream throat properties (triangles). b) The divergence effi-
ciency of the plasma source (squares) compared to the divergence efficiency of a fully
attached, ideal nozzle that detaches as the same location. In all magnetic field con-
ditions the source is operated with a net deposited power of ∼ 170 W and propellant
flow rate of 3 mg/s xenon.
iterative path-finding method recommended by Brown et. al. [197] for use with these
near-field Faraday probe measurements. As can be seen in Figure 4.4b, for all the
magnetic field settings this yielded a divergence efficiency of ηdiv ≈ 68%. Armed
with this result, we are able to plot the analytical predictions for nozzle efficiency in
Figure 4.4a. From the comparison of the model and source results, it is immediately
apparent that the analytical nozzle efficiency model overpredicts the measured value
for all magnetic field settings by a factor of ∼ 5 at the highest magnetic field case
(600 G). This is direct evidence that these types of idealized nozzle expansions are
not representative of our actual system and underscores the point that, at low power,
similar magnetic nozzles have a more nuanced behavior.
There could be a number of reasons why this discrepancy occurs, but the expla-
nation we explore here stems from observations outlined in the previous section and
informed by the work of Correyero et. al. [113]: the ions are not actually sonic at
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Figure 4.5: The fraction of all modes to the total power flowing into the nozzle. Note
that at each magnetic field strength the net deposited power is ∼ 170 W and xenon
propellant flow rate is 3 mg/s.
the expected throat location. Critically, one of the key physical assumptions under-
pinning the physical model has been violated. With this in mind, we can explore the
validity of the analytical model if we re-define the throat to not be coincident with the
location of peak magnetic field, but, in keeping with the definition of classical nozzles,
where the ions become sonic - location Z/R0 = 0.5, as shown in Figure 4.2. By using
this A0 and the plasma parameters at this revised inlet plane, but preserving the same
detachment location, we recover the experimentally inferred nozzle efficiency results
shown in Figure 4.4a. What this shows is that by adjusting the throat to this new
location the predicted and measured efficiency are directly coincident. The physical
reason for this reduced performance is that we are effectively lowering the expansion
ratio by moving the nozzle throat further downstream. This translates to a lower
overall expansion through the nozzle and reduced recovery of thermal energy. This
is strong correlational evidence then that the model is still applicable, provided we
track more carefully the sonic condition, as found by Correyero et. al. [113].
Moreover, the increasing discrepancy between the model and source efficiency
with increasing nozzle strength can be explained by tracking the location of the
sonic condition as a function of magnetic field setting. This is shown in Figure
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4.6a along with the location of the exit plane inferred from the procedure outlined
above. Notably, the detachment plane does not shift, but with increasing magnetic
field, the location of the throat — and therefore effective area of the throat — does
move downstream. As shown in Figure 4.6b, this translates to a lower expansion ratio
with increasing magnetic field strength compared to the expansion ratio that would
be assumed if we ascribed the throat simply to the source exit plane. This explains
why the model and actual efficiency results diverge more with increasing magnetic
field strength.
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Figure 4.6: a) The downstream axial location of the effective nozzle throat (squares)
and the detachment plane location (dashed line). b) The area expansion ratio of the
nozzle after the throat is shifted downstream (squares) compared to the ideal nozzle
expansion ration (dashed line). In all magnetic field conditions the source is operated
with a net deposited power of ∼ 170 W and propellant flow rate of 3 mg/s xenon.
4.2.2.2 Thrust and Specific Impulse
The physical reason why the expected throat and actual sonic line are not coinci-
dent at this low power is not immediately apparent. Before we discuss this in the fol-
lowing section, however, we briefly present here an analysis of other key performance
parameters that can be inferred from these measurements: the thrust and specific
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impulse. In the experimental plasma source, the plasma contribution to thrust is
calculated using Eq.2.24 and is shown in Figure 4.7a. This thrust is compared to the
plasma-generated thrust for the idealized model in Chapter II. For this latter calcu-
lation, we inferred thrust from the same equation but used the results from the model
— Eqs. (2.42) - (2.44) with γ = 1.1, Ad/A0 = 6.7, and measurement-inferred throat
parameters — to determine the various detachment plane parameters (ud, Te,d, ne,d).
Using these parameters, the experimental source achieves thrust that is ∼ 50% - 70%
of the expected plasma thrust with a very low overall value. This is consistent with
the efficiency measurements and can be explained similarly by the changing loca-
tion of of the throat. To calculate the specific impulse, the plasma-generated thrust
must be added to the cold gas thrust, which we calculate to be ∼ 850 µN, from
Fg = (ṁp − ṁion)vg[1 + qTg/(miv2g)] where vg =
√
(5/3)qTg/mi [94]. The neutral
gas temperature is assumed to be room temperature (Tg = 0.026 eV). Due to the
dominance of the cold gas thrust at these low power conditions, the specific impulse
is limited to several 10s of seconds, as shown in Figure 4.7b. The two significant
implications from this discussion of performance are 1) that the overall performance
of this device is low with thrust in the micronewton range and specific impulse levels
little better than cold gas, and 2) the analytical model overpredicts the performance.
This type of low performance is consistent with most low power magnetic nozzles
to date [37, 38, 40]. We also emphasize that, although we show efficiency values in
Figure 4.4 on the order of 10%, these are only nozzle efficiencies. In practice, taking
into consideration RF coupling and wall losses in the liner, the overall efficiency of
this system is less than 1%, as is also consistent with most low power studies.
In either case, despite the low overall performance, one of the major findings
from this work is that in low power operation, analytical predictions that rest on
ascribing the throat location simply to be coincident with the peak magnetic field
are insufficient. The correct performance can only be recovered if the location of the
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Figure 4.7: a) The inferred plasma contribution to thrust from measurements of the
plasma source (squares) compared to the thrust predicted by the ideal model (circles)
and the model using the downstream throat properties (triangles). b) The inferred
specific impulse. In all magnetic field conditions the source is operated with a net
deposited power of ∼ 170 W and xenon propellant flow rate of 3 mg/s.
throat is moved to the actual ion sonic line. We discuss in the next section a possible
physical explanation for why this result occurs at low power.
4.3 Discussion
In this section, we examine potential physical mechanisms that may drive the shift
in the location of the sonic point in the nozzle from the location of peak magnetic field
intensity. Informed by our previous work [151], the hypotheses outlined in Correyero
et. al. [113], and studies on these low temperature devices [84, 92, 94, 149, 152], the
conjecture we explore here is that the throat may be driven downstream by collisional
or ionization processes. In particular, this plasma has a low ionization fraction which
results in a high neutral density within the nozzle exhaust, leading to effects not
accounted for in an ideal analysis of magnetic nozzle performance. We look at three
neutral-dependent mechanisms in particular: enhanced resistivity, charge exchange
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collisions, and ionization within the plume.
4.3.1 Elastic Electron-Neutral Collisions
In order for the nozzle to accelerate the ions up to sonic speed, the electrons must
be influenced by the magnetic field. In a low ionization fraction operating mode
the plasma within the source tube is dominated by the neutral propellant gas. This
is in contrast with the collisionless model detailed in Chapter II. In the case of
low ionization fraction, electron-neutral collisions act to de-magnetize the electrons.
At some point within the source tube in a sufficiently ionized device, the degree
of ionization becomes high enough that neutral collisions no longer dominate and
the plasma is guided by the converging-diverging magnetic field lines. However, we
conjecture that due to the very low ionization fraction (∼ 0.1−1%) the plasma remains
dominated by collisions in the near-field plume. This precludes the accelerating action
of the magnetic field until the neutral gas becomes sufficiently sparse that the electrons
become magnetized.






where B is the local magnetic field strength, me is the electron mass, and νen is
the electron-neutral collision frequency. Physically, if the Hall parameter is large
(Ω 1) an electron undergoes many gyrorotations between collisions with a neutral.
Conversely, if the Hall parameter is small, an electron undergoes either partial or few
gyrorotations between collisions with a neutral. During each collision with a neutral
an electron can move to an adjacent nozzle streamline; a large collision frequency
results in enhanced cross-field electron transport.
Embedded within the electron-neutral collision frequency is a dependency on neu-
tral density. In order to evaluate this parameter, it was necessary to map the neutral
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density of the device. To this end, we show in Figure 4.8 the neutral density as in-
ferred from pressure measurements made using a Stabil Ion Gauge with an integrated
pitot tube. Note that the measurements are taken without power to the RF antenna,
but the measured plasma density is typically ∼ 3 orders of magnitude lower than
the neutral density at the source exit plane. This low ion fraction suggests that the
neutral profile shape does not significantly change with plasma ignition.
We show in Figure 4.9 a comparison of the electron-neutral collision frequency
with the local magnetic nozzle field strength via an electron Hall parameter analysis
for three magnetic field settings. We also show on these plots a dotted line coincident
with the sonic condition for the ions, i.e. the so-called sonic transition. Significantly,
we see that with increasing magnetic field strength this line shifts further downstream
and coincides with Hall parameter values of 70− 200 - values that are indicative of a
magnetized electron fluid. Fundamentally, these plots show opposite trends between
Hall parameter and the throat location; as the nozzle field strength increases the Hall
parameter increases within the near-field while the ion sonic transition moves further
downstream. For clarity, this trend is illustrated in Figure 4.10, where the centerline
Hall parameter is compared to the centerline ion Mach number. Physically, this trend
shows that as the magnetic field increases the electrons in the near-field plume are
becoming more magnetized closer to the source exit plane. The fact that this trend
is counter to the downstream movement of the throat suggests that, while electron
de-magnetization may play a role in the delayed ion acceleration, it is likely not a
dominant mechanism.
While electron-neutral elastic collisions may not be a dominant mechanism to
explain the downstream throat, it is interesting to note that the electrons appear to
be magnetized upstream of the ion sonic line. This is consistent with the analogy
of a de Laval nozzle where the gas is accelerated through a converging section to
sonic velocity — the electrons should be effectively magnetized at the sonic point. In
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Figure 4.8: A spatial map of the neutral density (contour and solid black curves)
with an overlay of the magnetic nozzle field lines (dashed black curves) for the 400
G, ∼ 170 W net deposited power, and 3 mg/s xenon propellant flow rate source
operating condition.
keeping with this analogy, the electrons must be magnetized for some extent upstream
of the sonic line to be compressed and accelerated to the sonic condition at the throat;
the Hall parameter values of 70− 200 provides evidence that this criterion is met.
4.3.2 Ion-Neutral Collisions
A high density neutral population in the near-field region may also lead to frequent
ion-neutral charge exchange collisions (CEX). These collisions act as a drag term on
the ion fluid, preventing the ions from reaching sonic speeds until downstream of
the high neutral pressure region, resulting in the throat shifting downstream into
the plume. To assess the possible impact of this drag term the CEX mean free
path (λCEX) can be compared to the characteristic length scale of ion acceleration.
Since the ion acceleration appears to be governed by electrostatic acceleration (see
Section 4.2) the relevant characteristic length scale for acceleration can be written
as (−∇φ/φ)−1. The ratio of CEX mean free path to acceleration length is then
−λCEX∇φ/φ. If the CEX mean free path is shorter than the acceleration length scale





Figure 4.9: The electron-neutral Hall parameter (contour and solid curves) overlain
with the magnetic nozzle (dashed curves) and ion sonic line (dotted curves) for the
a) 200 G, b) 300 G, and c) 400 G source operating condition. For all conditions the
net deposited power is ∼ 170 W and the propellant flow rate is 3 mg/s xenon.
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collisions. Conversely, if −λCEX∇φ/φ > 1 the ion acceleration is not significantly
impeded by these collisions. To quantify the role of CEX collisions within our low
power test article, we track the centerline evolution of this ratio across four magnetic
field conditions (see Figure 4.10). By tracking this parameter, we see that as the
magnetic field increases the axial location at which the CEX mean free path becomes
equal to the acceleration length scale (−λCEX∇φ/φ = 1) shifts downstream. This
trend is influenced by two primary factors: 1) as the magnetic field increased the
measured plasma density decreased. With a constant propellant flow rate across all
device operating conditions, this necessitates a corresponding slight increase in the
un-ionized neutral density in the near-field. This acts to decrease the CEX mean free
path. 2) As the magnetic field increased we observed a decrease in the overall potential
drop from source exit plane to the nozzle detachment plane. This acts to increase
the characteristic acceleration length. Both of these effects act to shift the location of
−λCEX∇φ/φ = 1 downstream. Significantly, this trend in −λCEX∇φ/φ qualitatively
matches the downstream movement of the ion sonic transition line with increasing
magnetic field. This correlational evidence suggests that ion-neutral CEX collisions
may play an important role in shifting the effective nozzle throat downstream. The
collision-induced drag on the ions may delay the acceleration of the subsonic ions,
resulting in the sonic condition being met at the downstream throat location.
4.3.3 Ionization within the Plume
In addition to the collisional processes discussed above, ionization may also play
a role in pushing the ion sonic line downstream. The volumetric rate of ionization
within the near-field plume region can be estimated from a control volume continuity
analysis that balances ionization with the plasma flux out of the volume. Leveraging
axisymmetry, assuming steady flow, and bounding the control volume to the region
with LIF measurements (refer to Figure 4.2), this takes the form
98




































Figure 4.10: The centerline evolution of the a) electron-neutral Hall parameter, b)
the ratio of the charge exchange mean free path and characteristic ion acceleration
length scale, and c) the ion Mach number for the 300− 600 G operating conditions.
For all operating conditions the net deposited power is ∼ 170 W and propellant flow







where R is the radius of the cylindrical control volume, ` is the length of the control
volume, and Γr, Γa, and Γ0 are the particle fluxes through the radial, axial, and source
exit plane boundaries, respectively. This volumetric ionization rate can be compared
to the estimated ionization rate within the source tube — the location where the RF
power is intended to be applied to the propellant. As shown in Figure 4.11, in the
magnetic field conditions that exhibit a downstream throat the volumetric ionization
rate within the near-field plume region is 15− 35% of the ionization rate within the
source tube. This indicates that the RF power may be leaking into the near-field
plume region. This behavior is consistent with numerical results for magnetically
enhanced inductively coupled plasma processing units - devices with similar power
coupling architectures and magnetic topologies - that also predict power coupling
downstream of the primary ionization and heating region [165, 166]. While there is
no clear trend in ionization rate within the plume compared to the magnetic field
operating condition, the source conditions in which we observe a downstream effec-
tive throat location exhibit significant levels of ionization. This correlation suggests
that it may play an important role in the near-field region, and, subsequently, the
ion acceleration in that region. The ions that are born in the near-field plume region
fall through a smaller potential drop than the ions born in the source tube - except,
possibly, those ions that have undergone CEX collisions. This newly-ionized popula-
tion may significantly reduce the mean ion speed within the fluid, thereby acting as
an effective drag term on the ions. This phenomenon is discussed in further detail in
a forthcoming paper by Wachs and Jorns [206].
The ultimate implication from the above discussion is that the low ionization
fraction and corresponding high neutral density seems like a plausible explanation
for the movement in the effective throat of the magnetic nozzle. This is evidence in
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Figure 4.11: The ratio of the volumetric ionization rate in the near-field plume region
(as bounded by the LIF measurements) and the volumetric ionization rate within the
source region. For all magnetic field conditions the net deposited power is ∼ 170 W
and propellant flow rate is 3 mg/s xenon.
support of the idea that modeling treatments of these systems at low power must
be more nuanced, taking into consideration more than singly-charged, fully-ionized
plasma. With that said, we recognize that three processes discussed here may not be
the only or dominant driving factors, and their interactions with the plume expansion
may vary between devices. Other near-field detachment processes have been recently
identified [119] which may also have an effect here. The relationships we see, par-
ticularly with the charge exchange process, are compelling but correlational at this
point.
4.4 Summary
In summary, the 2D plasma properties of an experimental low power magnetic
nozzle plasma source operating at various magnetic fields have been measured using
electrostatic probes and LIF. In all of the operating conditions, a high neutral density
region is observed in the near-field. The ions initially leave the source region subson-
ically and the axial ion acceleration region is pushed downstream in high magnetic
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field cases. The impact of this downstream movement of the throat on thrust per-
formance is estimated using spatial plasma property maps to predict the thrust and
specific impulse performance of the source. The measurement-inferred performance
is compared to the expected performance of an ideal, fully attached nozzle operating
at the same conditions; the performance of the low power device is ∼ 50−70% of the
ideal performance. This measured performance deficit is attributed to the reduced
ion acceleration due to the effective shortening of the magnetic nozzle and the throat
being pushed downstream. By adjusting the model initial conditions to match the
empirical downstream throat properties, the predicted performance agrees with the
results inferred from plume measurements. This finding is consistent with the recent
work performed by Correyero, et. al. [113], though for a low power ECR source
compared to our low power inductive source.
Three potential mechanisms that drive the ion sonic transition downstream are
explored: electron-neutral collisions, ion-neutral collisions, and ionization within the
plume. The electron-neutral collision mechanism is evaluated using a Hall parameter
analysis. This indicates that the electrons become more magnetized closer to the
source exit plane as the magnetic field strength increases. This runs counter to the
measurement-inferred trend of the effective nozzle throat moving further downstream
with increasing magnetic field, suggesting that this mechanism may not be directly
responsible for the shift in the throat location. The impact of ion-neutral collisions,
effectively a drag term on the ion fluid, is explored by comparing the CEX mean free
path to the characteristic electrostatic acceleration length scale. On device centerline
the trend in the downstream movement of the throat location and this parameter are
positively correlated, suggesting that this mechanism plays an important role in the
near-field expansion and ion acceleration. Finally, in the magnetic field cases that
exhibit a downstream throat, the volumetric ionization rate in the near-field plume
region is estimated to be 15 − 35% of the ionization rate within the source. This
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presence of ionization within the plume is correlated with the downstream shift in
the effective nozzle throat. This suggests that ionization in the near-field may also
play a role in the plasma-nozzle interaction. Overall, it is observed that in a low
power magnetic nozzle test article a mechanism exists that shifts the nozzle throat
downstream, effectively reducing thrust performance compared to ideal model predic-
tions. As the research and development trends in the field shift toward developing low
power versions of these devices, this finding suggests that it is necessary to include
these low-ionization fraction effects in future models and iterations of these devices.
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CHAPTER V
Impact of a Ring Discharge on Thrust
Performance
5.1 Introduction
In this chapter we examine the performance of the low power magnetic nozzle test
article operating in a “ring discharge” mode. It is our intent to examine how a “ring
discharge,” and the associated non-monotonic radial dependence of the plasma pro-
files, affects efficiency performance. This question is of particular interest because, to
date, existing magnetic nozzle predictive models assume that plasma density is peaked
on device centerline and rapidly decays toward the radial walls of the source region
[84, 92, 94, 149, 152]. It is unclear if a deviation from this assumption significantly
impacts the device performance.
To explore this question, we configure the plasma source and set the operating
conditions such that a “ring discharge” structure develops. In Section 5.2 we provide
a qualitative definition of a “ring discharge” structure using photographs and light
intensity profiles. In Section 5.3 we present spatially-resolved plume maps of the
exhaust structures and radially-resolved density measurements at the nozzle throat.
Both data sets were obtained using the suite of electrostatic probes described in
Chapter III. Using these experimental results, we are able to confirm that the test
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article is accelerating the plasma, and apply the source and divergence efficiency
architectures derived in Chapter II to determine both the measured and expected
performance. We discover that the performance of the device is significantly lower
than the predicted performance and quantify a radial-outwards shift in the plasma
density with increasing magnetic field strength within the source region. We posit that
this radial shift is a primary contributor to the observed performance discrepancy. In
Section 5.4 we show that the power deposition within the test article is not radially
uniform in any of our operating conditions, suggesting that the test article is operating
in a true “ring discharge” mode as observed in plasma processing devices. This
correlation allows us to conclude, as is done for plasma processing units, that there
is a critical magnetic field threshold above which a “ring discharge” structure should
form in our low power magnetic nozzle test configuration. We summarize our results
and discuss the ramifications of these findings in Section 5.5.
5.2 Qualitative Results
To clarify what we mean by the “ring discharge” mode, we start with providing
a qualitative description using axially-aligned photographs of the test article during
operation and the corresponding light intensity profiles. When the source was oper-
ated with a 3-turn solenoidal antenna with a net deposited power of ∼ 170 W and
a propellant flow rate of 0.5 mg/s of xenon, the visible structure within the source
region changed as the magnetic nozzle strength was increased. Typically, for xenon,
the light spectrum visible to the human eye is comprised of primarily excited neutral
lines and a few ion lines [207]. However, assuming a moderately uniform neutral
density within the source region, the light intensity may be correlated to the local
power deposition because the region of maximum power deposition would result in
a higher fraction of electrons exceeding the minimum energy threshold for excitation
collisions.
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At very low magnetic fields, the highest light intensity was peaked at the center-
line, as shown in Figure 5.1 for the 40 G case. As the magnetic field strength was
increased, the peak light intensity shifted radially toward the walls of the source tube
and an intensity deficit began to appear on centerline, as illustrated by the 100 G
and 400 G cases in Figures 5.2 and 5.3, respectively. These qualitative results are
consistent with the description of “ring discharges” in magnetically-enhanced induc-
tively coupled plasmas (MEICPs) found within the literature [165, 166, 208], hence
our adoption of that naming convention.
5.3 Quantitative Experimental Results
In this section we present the measurements of the plasma properties necessary
to evaluate the measured and model predictions for the source and divergence effi-
ciency performance. The source was operated in the 1.9 cm OD solenoidal antenna
configuration detailed in Chapter III. Refer to Figure 3.2 for a notional diagram of
this configuration. These data were taken with the nozzle operating at ∼ 170 W
combined deposited power into the transmission line and plasma source and 0.5 mg/s
xenon propellant flow rate. We took measurements for magnetic field settings of 40,
100, and 400 G.
5.3.1 Probe Results
5.3.1.1 Plasma Properties
At each operating condition, we spatially mapped the plasma density, electron
temperature, plasma potential, and axial ion current density from the nozzle throat
to beyond the detachment location. We are able to confirm that the nozzle is ac-
celerating the plasma and estimate both the source and divergence efficiency using




Figure 5.1: (a) A photograph (1/3000 s exposure) of the test article operating at
∼ 170 W, 0.5 mg/s of xenon, and a magnetic nozzle throat strength of 40 G. (b) The




Figure 5.2: (a) A photograph (1/3000 s exposure) of the test article operating at
∼ 170 W, 0.5 mg/s of xenon, and a magnetic nozzle throat strength of 100 G. (b) The




Figure 5.3: (a) A photograph (1/3000 s exposure) of the test article operating at
∼ 170 W, 0.5 mg/s of xenon, and a magnetic nozzle throat strength of 400 G. (b) The
corresponding intensity of the visible spectrum axial light intensity of the discharge.
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that the plasma is cooling, as it expands in the diverging nozzle section in all three
operating conditions. This indicates that the plasma is not isothermal and is losing
thermal energy during the expansion. Additionally, this cooling process is correlated
with a decrease in the plasma potential as the distance from the exit plane increases,
as indicated by Figure 5.5. This decrease in the plasma potential establishes an
ion-accelerating electrostatic field. The plasma density profiles (Figure 5.6) provide
further evidence of expansion - both axially and radially - in the diverging nozzle sec-
tion; the highest density is concentrated at the source tube exit plane and decreases
with increasing distance from this plane. This density decrease downstream is consis-
tent with a decrease in the plasma pressure during the expansion through the nozzle.
The convolution of the plasma density and the axial ion acceleration is captured in
the current density maps in Figure 5.7.
There are a few interesting features within these spatial plasma maps. Firstly, in
both the 100 and 400 G operating conditions, the electron temperature profiles exhibit
a peak off of device centerline (refer to Figure 5.4). Secondly, we do not observe the
formation of a potential well near the vacuum interface line. This potential well
structure is often observed in magnetically confined plasmas [83, 201, 202, 203] and
acts to counter finite transverse ion energies at the nozzle edges [83, 201]. Considering
that the ions appear to be diverging faster than the nozzle field lines in Figures 5.6
and 5.7 — therefore the ions have finite transverse energy — the absence of this
structure suggests that the magnetic nozzle may not be of sufficient strength the
confine the expanding plasma. Finally, note that the highest plasma density and axial
ion current density is located radially away from the device centerline. Interestingly
these features - namely a centerline-peaked plasma potential accompanied by an off-
center peaked electron temperature and plasma density profiles — are observed in
at least one other magnetic nozzle device in the literature [88]. In the literature





Figure 5.4: The electron temperature measurements for the a) 400 G, b) 100 G, and
c) 40 G conditions (contour and solid curves), overlain by the magnetic nozzle field
lines (dashed curves). Note that the source was operated at ∼ 170 W net deposited





Figure 5.5: The plasma potential measurements for the a) 400 G, b) 100 G, and c)
40 G conditions (contour and solid curves), overlain by the magnetic nozzle field lines
(dashed curves). Note that the source was operated at ∼ 170 W net deposited power





Figure 5.6: The plasma density measurements for the a) 400 G, b) 100 G, and c) 40
G conditions (contour and solid curves), overlain by the magnetic nozzle field lines
(dashed curves). Note that the source was operated at ∼ 170 W net deposited power





Figure 5.7: The axial Faraday probe measurements for the a) 400 G, b) 100 G, and
c) 40 G conditions (contour and solid curves), overlain by the magnetic nozzle field
lines (dashed curves). Note that the source was operated at ∼ 170 W net deposited
power and 0.5 mg/s of xenon
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effect [88]. Additionally, these structures may be enhanced by non-uniform power
deposition within the plasma liner [165, 166]. To further corroborate this claim the
skin depth can be estimated. For these conditions the skin depth decreases from ∼ 1
cm to ∼ 1 mm with our increasing magnetic field conditions, further suggesting that
this structure is arises from the power coupling.
5.3.1.2 Polytropic Cooling
As indicated by the forms of the heat conduction power term (PQ ∝ (5/3 −
γ)/(γ − 1)) and the the local sound speed (cs =
√
γqTe/mi) it is clear that the
polytropic cooling index is an important parameter to quantify. We do so using the
spatial electron temperature and plasma potential maps in Figures 5.4 and 5.5; since
dφ/dTe = γ/(γ − 1) we use linear regression of the plasma potential versus electron
temperature [164, 204]. The linear regression fitting accounts for the error associated
with the measurements and the error in the polytropic cooling index can be estimated
by fitting to the extremes of the data, including error. The linear regression fitting for
all three operating conditions can be found in Figure 5.8. The resulting polytropic
index values derived from the measurements made along the device centerline can
be found in Figure 5.9. For comparison, we also show the polytropic index in the
adiabatic and isothermal limits. From these data ∼ 1.07 ≤ γ ≤ 1.17. These results
are within the range of measured values for electric propulsion devices operating
on xenon [99, 114, 204, 205], and between the adiabatic (γ = 5/3) and isothermal
(γ = 1) limits. By coupling these measurement-driven polytropic indices with our
spatial plasma property maps, we are now able to estimate the heat conduction and
local sound speed.
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Figure 5.8: The polytropic index linear regression for the a) 400 G, b) 100 G, and
c) 40 G conditions. The solid line is the best fit, while the dashed and dotted lines
quantify the error. Note that the source was operated at ∼ 170 W net deposited












Figure 5.9: The value for the polytropic index at each operating condition. The
dashed line in this figure denotes the adiabatic limit while the dotted line represents
the isothermal limit.
5.3.1.3 Ion Acceleration
In most magnetic nozzle models, including our performance framework outlined in
Chapter II, the plasma is assumed to be sonic at the location of peak magnetic field
strength - the nozzle throat [83, 84, 85, 86, 92, 94, 96, 98, 114, 147, 149, 152, 164]. To
confirm that our device is conforming to this assumption we can assume that the ions
are singly charged and deconvolve the plasma density and axial ion current density
data in Figures 5.6 and 5.7, respectively, to yield the local ion velocity (via j = qneu).
The singly charged ion fluid assumption is typically satisfied for low temperature
magnetic nozzle devices [83, 88, 94, 151]. We can combine the inferred ion velocity
maps with the local sound speed (that, in turn, requires the polytropic index - Figure
5.9 - and electron temperature map - Figure 5.4) to ascertain the local axial ion Mach
number. Given that the ion velocity is also assumed to be axial at the nozzle throat
plane, this axial ion Mach number should be approximately sonic at that plane. As
we show in Figure 5.10, the ions are sonic at the nozzle throat (located at R/R0 = 0)
and the axial Mach number increases as the plasma expands downstream, for all
operating conditions. This confirms that our second test article configuration (1.9 cm
diameter liner) is notionally behaving as expected of a magnetic nozzle: the ions are
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accelerated to sonic at the nozzle throat and continue to accelerate as they expand
throughout the plume. This contrasts with the first test configuration described in
Chapter IV. The more ideal behavior in this configuration — the presence of sonic
ions at the peak magnetic field location — is due to the reduced propellant flow rate
required for operation, which is facilitated by improved power coupling.
Note that the axial ion Mach number, while an important parameter throughout
the plume, can be misleading in terms of ion acceleration. Due to the polytropic
cooling of the electrons as they expand in the plume - the electron temperature
decreases - the local sound speed decreases, and the Mach number correspondingly
increases, even if the ion velocity remains constant. This effect requires us to examine
the ion velocity directly to determine the downstream axial plane at which the ions
are no longer accelerated. Like we did in Chapter IV, the location at which the ion
velocity plateaus can be used as a proxy for the detachment location. The diverging
nozzle section accelerates the ions, so the location at which the ions cease being
accelerated should indicate that the nozzle is no longer influencing the ion fluid -
therefore the ions are effectively “detached” from the nozzle at this location. As
shown in Figure 5.11, the ion velocity appears to have plateaued at (Z/R0) ∼ 8.
This effective detachment plane holds across all test article operating conditions. We
can now combine this effective detachment plane with the axial ion current density
map to track the spatial evolution of the plume current and, thereby, estimate the
divergence efficiency using the techniques outlined in Chapter III.
5.3.1.4 Exit Plane Density
To complement the divergence efficiency analysis that is enabled by the identifi-
cation of the effective detachment plane, we can also estimate the source efficiency
using the plasma measurements at the nozzle throat, if we assume that the profiles





Figure 5.10: The axial ion Mach number for the a) 400 G, b) 100 G, and c) 40
G conditions (contour and solid curves), overlain by the magnetic nozzle field lines
(dashed curves). Note that the source was operated at ∼ 170 W net deposited power
and 0.5 mg/s of xenon
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Figure 5.11: The axial evolution of the centerline ion velocity for the 100 G condition.
In this condition the net deposited power is ∼ 170 W and propellant flow rate is 3
mg/s xenon.
malized plasma density at the nozzle throat in Figure 5.12. From these results it is
clear that the plasma density displays a non-monotonic radial dependence, with the
peak density measured radially away from the device centerline. This is in direct
contradiction to the center-peaked plasma density profiles that are measured [83, 94]
and assumed within the 2D moderate-power magnetic nozzle performance models
[147, 152]. However, we reiterate that this is not the only device to observe this
non-monotonic radial density dependence - Takahashi et. al. have also observed this
trend [88].
































Figure 5.12: The measured plasma density and the associated polynomial fit at the
nozzle throat for the 40 G (squares/solid curve), 100 G (circles/dashed curve), and
400 G (triangles/dotted curve). Note that the source was operated at ∼ 170 W net
deposited power and 0.5 mg/s of xenon at each magnetic field condition.
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In the literature two plasma density profiles at the throat have been commonly
used: a profile that can be described by the sheath edge-to-center density ratio [94]
















Here ρ is the non-dimensional radius (r/R0) and rci is the ion cylcotron radius. Note
that rci is dependent on the magnetic field strength. At high magnetic field strengths
hR diminishes, and the density profile becomes more pronouncedly center-peaked. In
contrast, the non-uniform jet profile is generally independent of the magnetic field
strength and takes the form [147, 152]
nnuj(ρ) = J0(a0σρ), (5.3)
where J0 is the Bessel function of the first kind, a0 is the first zero of J0 (ao ≈
2.405), and σ is a parameter that measures the radial non-uniformity of the plasma
density. Like the sheath edge-to-center density profile, the non-uniform jet profile
exhibits a strong peak along device centerline, especially with the commonly used
σ = 0.99. To contrast our measured plasma density profiles (Figure 5.12) at the
nozzle throat with these expected profiles, we plot the sheath edge-to-center density
and non-uniform jet profiles in Figure 5.13. For the sheath edge-to-center density
profiles, we use our magnetic field operating conditions (40, 100, and 400 G). For the
non-uniform jet profile we use σ = 0.99. It is clear from the differences between our
measurements (Figure 5.12) and the expected profiles (Figure 5.13), there may be
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mechanisms present within the source tube region that are not commonly observed
within the magnetic nozzle literature nor are accounted for in prominent magnetic
nozzle performance models. We reserve a discussion regarding a physical mechanism
that may explain this behavior for Section 5.4.




































Figure 5.13: The expected plasma density profiles at the nozzle throat according to the
non-uniform jet model [147] with σ = 0.99 (solid curve), or the sheath edge-to-center
fitting proposed by Lafleur [94] for a 400 G (dashed curve), 100 G (dot-dashed curve),
and 40 G (dotted curve) nozzle throat strength. Note that the latter two conditions
are nearly identical due to the low magnetic field strength. For comparison, the
measured density profile for the 400 G condition is included (thin solid curve).
5.3.2 Device Performance Metrics
5.3.2.1 Source Efficiency
If we assume that the plasma profiles that we measure at the throat are self-similar
throughout the source region, we can use the measurements presented in the previous
section to calculate the source efficiency. To this end we calculate the power incident
on all of the surfaces of the cylindrical plasma liner using the framework described
in Chapter II. As part of the process of determining the source efficiency we analyze
the power flowing into the diverging nozzle section. The energy stored in the four
modes of the plasma - the ion kinetic energy, electron pressure, heat conduction, and
ion production cost - is summarized in Figure 5.14. Across all operating conditions,
the most power is trapped within the ion production cost term. This is due to
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the relatively low electron temperatures (a maximum of Te ∼ 8 eV for the 400 G
condition), which results in an ion production cost of ∼ 70 eV/ion. It is important to
note that ion production costs are effectively “frozen flow” losses - the energy stored
within this mode cannot be converted into directed kinetic energy by the diverging
nozzle section, so it is advantageous to minimize this term. Operating the test article
at the higher magnetic field conditions increases the electron temperature, which
accordingly reduces the ion production cost (refer to Eq. 2.40). However, the increase
in electron temperature with increasing magnetic field is not predicted by a global
0D power balance; within the global model an increase in the magnetic field strength
at the radial walls is expected to reduce plasma recombination at the walls. In the
global model a reduction in the radial losses results in a lower electron temperature
required to balance these losses. The opposite trend in our measurements suggests
that the assumption underpinning the global power model that power is uniformly
deposited throughout the volume may be violated within our test article - namely
































Figure 5.14: The percentage of the power flowing into the nozzle that stored in various
energy modes of the plasma. Note that for all conditions the source was operated at
∼ 170 W net deposited power and 0.5 mg/s of xenon.
In addition to the power entering the nozzle, we can estimate the power incident
on the radial walls of the plasma liner. Due to the reduced propellant flow rate —
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and associated lower neutral density in the source tube — in this analysis we assume
that the electrons are fully magnetized, but the ions are not magnetized. In the test
article the ion gyroradius exceeds the plasma liner radius (rL,i > R0), so the latter
assumption should be valid. These assumptions state that the ion fluid is the species
impinging on the radial walls, so we estimate the radial ion kinetic energy and the
ion production cost that is lost when ions recombine at the wall. The spatial plasma
maps can be combined with the radial ion momentum equation to allow for estimation
of the radial ion velocity across the throat plane. Armed with the radial ion velocity
and the plasma properties adjacent to the liner walls, we can estimate the power lost
to the radial wall. These results are summarized in Figure 5.15. We can estimate the
source efficiency for the test article by combining the results from the nozzle power
analysis and the radial wall losses - this efficiency can be found in Figure 5.16. For
comparison, we calculate the source efficiency using the sheath edge-to-center and
non-uniform jet profiles, assuming that only the density profile is changed. Across all
of the test article operating conditions ηloss ≤ 30%. This states that the maximum
efficiency of the device is less than 30%. From the results in Figure 5.16 it is clear
that the radial losses of the test article are much higher than predicted, primarily due
to the enhanced plasma density adjacent to the source walls. We discuss a possible
explanation for this behavior in Section 5.4.
5.3.2.2 Divergence Efficiency
We can determine the divergence efficiency of the test article by tracking the
current density evolution throughout the plume (refer to Figure 5.7). The calculated
divergence efficiency across the test conditions can be seen Figure 5.17. We also show
the predicted divergence efficiency of the device by assuming that the density profile
at the throat can be described by the sheath edge-to-center [94] or the jet [147, 152]

































Figure 5.15: The percentage of the total absorbed power that is lost to the radial
walls. Note that for all conditions the source was operated at ∼ 170 W net deposited
power and 0.5 mg/s of xenon.
to the far-field detachment plane. From the Faraday probe results in 5.17, this latter
assumption appears to be dubious — the ions appear to diverge outwards more rapidly
than the nozzle lines — but without a simple, self-consistent expansion model that
includes detachment, it is difficult to accurately predict the ion streamlines. In any
case, the divergence efficiency of the test article is low (≤ 65%). This low divergence
efficiency may be due to a combination of the high off-axis density at the nozzle throat
(see Figure 5.12) and the enhanced cross-field transport arising from the pressure and
potential gradients (refer to Figures 5.4 - 5.6) within the diverging plume. It is clear
from plotting the divergence efficiency using the predicted plasma density profile
shapes at the nozzle throat that the divergence efficiency performance is degraded
with increasing plasma density along the vacuum interface line. Due to the compact
nature of the test article the discrepancy in the divergence efficiency for the sheath
edge-to-center and jet profiles is ∼ 1%. This small difference is primarily due to the
minimal divergence of the nozzle field lines — the coordinates of the vacuum interface
line at the detachment plane are (Z/R0, R/R0) = (8, 3) — rather than differences in
the plasma density at the wall. In a thruster with a different geometry, the effect of

















Figure 5.16: The measurement-driven source efficiency of the test article (squares)
compared to the predicted efficiency if the density adhered to the sheath edge-to-
center profile [94] (circles) or the non-uniform jet profile with σ = 0.99 [147] (trian-
gles). For the experimental values the source was operated at ∼ 170 W net deposited
power and 0.5 mg/s of xenon across all magnetic field conditions.
the divergence efficiency. We discuss this possible impact further in Section 5.4.
5.4 Discussion
In this section we further examine the possibility of non-uniformly deposited power
within the test device. Until now we have provided qualitative and correlational
evidence that the power is being non-uniformly deposited. In this section we strive
to quantitatively show that this is the case, and attempt to correlate the peak power
deposition with the radially outward shift in the peak in the throat density profile.
We follow this with a discussion of the dependence of efficiency performance on device
design — particularly source geometry — in light of this non-uniform power deposition
effect.
5.4.1 Radial Power Deposition
To quantitatively discuss non-uniform power deposition we combine the theoret-
ical framework outlined in Section 2.4 and the plasma measurements at the nozzle






























Figure 5.17: The measured divergence efficiency (squares) compared to the predicted
values if the throat density profile followed the Lafleur [94] model (solid curve), the
uniform jet (dashed line), and the non-uniform jet (dotted line). The latter two
profiles use the Bessel function form proposed by Ahedo and Merino [147]. Note that
in all of the predicted models the testbed nozzle topography is used; only the throat
density profile is changed.
cylindrical shells and estimates the power deposited into each shell through a control
volume analysis. This analysis balances the energy incident on all control volume sur-
faces, including the radial flow of energy into other shells, with the power deposited
into the shell. The resulting fraction of the total power deposited as a function of
the normalized source radius is shown in Figure 5.18. From these results it is clear
that as the magnetic field within the source region increases the location of the peak
power deposition shifts radially outward. In the lowest magnetic field case the power
deposition is peaked close to the device centerline, while for the highest magnetic
field case the maximum deposition is adjacent to the source walls. Through a com-
parison of these results with the plasma density profiles at the nozzle throat (refer to
Figure 5.12), it becomes immediately apparent that the locations of increased power
deposition and the peak in the density profile are correlated. The differences in the
locations of maximum power deposition and density may be due to collision-induced
cross-field transport within the source region and enhanced high energy tails within
the electron energy distribution leading to locally higher rates of ionization. Interest-
ingly, Kinder and Kushner [165, 166] note that non-uniform power deposition within
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magnetically-enhanced inductively-coupled plasma processing units is driven by the
antenna geometry and radiation pattern, plasma species, and magnetic field topogra-
phy. So, given the correlation between non-uniform power deposition and the radial
shift in the peak density at the nozzle throat for our solenoidal antenna-driven test
article, coupled with the corresponding degradation of the device efficiency perfor-
mance, it is clear that this effect must be considered at all stages of the thruster design
process to avoid low efficiency performance. Due to the complex nature of power cou-
pling to a plasma in the presence of a magnetic field incorporating a model that can
accurately predict power deposition into the early design phases is recommended.





















Figure 5.18: The percentage of the total absorbed power as a function of radial
position for the 400 G (solid), 100 G (dashed), and 40 G (dotted) operating conditions.
For all magnetic field conditions the net deposited power is ∼ 170 W and propellant
flow rate is 3 mg/s xenon.
5.4.2 Design Considerations
Within this work we have correlated an increase in the plasma density adjacent to
the source wall with decreased source efficiency and degraded divergence efficiency.
However, we have tested in only one device configuration, with a single source aspect
ratio (R0/LS = 0.5). If we assume that the power deposition and plasma density
profiles do not change while increasing the radius of the source tube we can gain in-
sight into approximate trend in efficiency performance relates to the device geometry.
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Under these assumptions, the trend in the source efficiency is outlined in Figure 5.19.
It is clear that for increasing source tube radius the source efficiency is increased.
This is physically due to the smaller fraction of the total absorbed power that is lost
to the radial walls of the source tube; the surface area of the radial walls is a smaller
fraction of the total surface area of the control volume. Even with improved source
aspect ratio the efficiency remains low (< 50%) across values that may be suitable for
microsatellite propulsion devices. This suggests that the aspect ratio of the source
tube of a magnetic nozzle should generally be as high as possible to reduce the frac-
tion of the power that is lost to the radial walls, but may be limited by the volume
constraints of the device.































Figure 5.19: The source efficiency as a function of the plasma liner aspect ratio
(RS/LS) assuming that the 400 (solid curve), 100 (dashed curve), and 40 G (dotted
curve) power density and plasma density profile shape does not change. The test
article aspect ratio is 0.5, and is denoted by the dot-dashed vertical line.
Using the above assumptions regarding power deposition and density profile, we
can also examine the trend in the divergence efficiency with changing source aspect
ratio. In Figure 5.20 we show this trend for the 400 G experimental and sheath edge-
to-center, and the σ = 0.99 non-uniform jet profiles. To close the analysis we have
further assumed that the ion fluid remains attached to the diverging nozzle section
from the nozzle throat to the detachment plane, the ion speed is uniform across the
nozzle section, and that the detachment plane remains fixed at (Z/R0) = 8. From
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these results it is clear that the divergence efficiency is improved with decreasing
source aspect ratio. This is largely due to the slow divergence of the magnetic field
lines within the nozzle core compared to those near the nozzle edges, as notionally
illustrated in Figure 5.21. For profiles with enhanced density near the nozzle edges —
adjacent to the source walls — a larger fraction of the plasma momentum is turned
radially by the magnetic field lines. This results in a reduction in the divergence
efficiency. When combined with the source efficiency trend above, this suggests that
there is an optimal geometry that maximizes the product of these two efficiency terms.
For the 400 G operating condition of our test article, and under the assumptions listed,
a doubling in the source aspect ratio from 0.5 to 1 yields an increase in the source
efficiency from ∼ 18% to ∼ 34% while divergence efficiency decreases from ∼ 92% to
∼ 67%. As shown in Figure 5.22, this trade would result in a convolved maximum
efficiency increase from ∼ 16% to ∼ 23%. The peak in Figure 5.22 suggests that there
is an optimal source aspect ratio for the convolved divergence and source efficiency
terms. Note that this is for the product of the source and divergence efficiency
terms only, but due to the nature of the total efficiency expression this indicates a
maximum total efficiency value. From these possible efficiency gains it is clear that
these types of considerations must be accounted for during the design of a thruster
to yield maximum performance.
5.5 Summary
In summary, the 2D plasma properties of an experimental low power magnetic
nozzle plasma source operating with a solenoidal antenna at three magnetic field
conditions have been mapped using electrostatic probes. In all three conditions a
radially outward shift in the plasma density profile peak is both qualitatively and
quantitatively observed at the nozzle throat. This density profile shape is not com-
monly observed in other experimental devices or used in existing 2D nozzle models.
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Figure 5.20: The divergence efficiency as a function of the source radius (RS/R0),
using the measured 400 G (solid curve), 400 G sheath edge-to-center [94] (dashed
curve), and the σ = 0.99 non-uniform jet [147, 152] (dotted curve) plasma density
profiles.
Instead, the commonly used density profiles at the nozzle throat predict a peak den-
sity on device centerline and a monotonic decay with increasing radial distance from
that axis. The measured enhanced density adjacent to the source tube walls leads
to increased radial wall losses and a corresponding decrease in the source efficiency
compared to the predicted values using the center-peaked density profiles. The radial
outward shift in the peak density also results in a reduced divergence efficiency due to
enhanced radial momentum losses caused by the turning of the plasma by the highly
divergent magnetic field lines at the magnetic nozzle edges.
We posit that the non-monotonic radial dependence of the measured throat den-
sity profile arises from non-uniform power deposition within the source tube. We show
that power is non-uniformly deposited within our test device by combining measure-
ments of the properties at the throat with a control volume analysis that decomposes
the cylindrical source tube region into discrete cylindrical shells. The estimated power
deposition profiles in our device are correlated with the plasma density profiles; re-
gions of high density correlate with high power deposition. In the power deposition
and plasma density profiles an increase in magnetic field results in a radially outward
shift in the peak of both profiles for our test article. This suggests that the enhanced
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Figure 5.21: A notional magnetic nozzle depicting the enhanced divergence of the
nozzle field lines away from device centerline (red shaded region) compared to the
relatively low divergence of the nozzle core (green shaded region). A clustering of
the plasma density inside the red region results in degraded divergence efficiency
performance.
plasma density adjacent to the source walls is caused by power deposition effects
arising from an interaction of the magnetic field and antenna-plasma coupling. This
finding is consistent with observations in magnetically-enhanced inductively-coupled
plasma processing devices that operate in configurations similar to magnetic nozzles
[165, 166].
Leveraging this insight we explore the dependence of the source and divergence
efficiencies on device geometry. Assuming that the power deposition and density pro-
file shapes do not change, we vary the aspect ratio of the source tube by increasing
the radius and examine the impact on these efficiency terms. We find that as the
aspect ratio is increased an increase in the source efficiency is predicted. This is
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Figure 5.22: The product of the divergence and source efficiency terms as a function
of the source aspect ratio (RS/LS) for the measured 400 G operating condition. The
test article aspect ratio is 0.5, and is denoted by the dot-dashed vertical line.
balanced by a predicted decrease in the divergence efficiency with increasing aspect
ratio. Overall, the trade between these two terms suggests that there is an optimal
geometry design that results in a maximum efficiency performance. As the research
and development trends in the field continue to shift toward developing new thrusters
with improved performance, these findings suggest that it is necessary that future de-
sign tools and predictive performance models include robust power deposition models
to aid in design decision-making and to maximize device efficiency.
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CHAPTER VI
Estimated Performance of a Device Incorporating
Lessons Learned
6.1 Introduction
In this Chapter we demonstrate that the performance of a low power magnetic
nozzle can be improved by adjusting the design of the device and selecting appropriate
operating conditions. This exercise is of interest because it materially demonstrates
that these effects can be minimized or eliminated by incorporating the design rec-
ommendations arising from our findings in Chapters IV and V. To accomplish this
end, we have implemented a refined test article with features intended to mitigate
the non-ideal effects identified in the previous chapters. This is largely accomplished
by employing a planar RF heating scheme instead of solenoid configuration. In the
following, we examine both the exhaust structures present within the diverging noz-
zle section and the properties at the nozzle throat. Using these results we are able
to confirm that the nozzle is accelerating the plasma and quantify the thrust and
efficiency performance terms.
We discover that our modified design yields modest gains in the thrust and many
of the efficiency terms. In Section 6.3 we demonstrate that the power deposition
is uniform across 70% of the source tube radius in this new configuration, resulting
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in improved source efficiency performance. In Section 6.4 we briefly examine the
inferred ion streamlines compared to the nozzle field lines and show that the ions
appear to exhibit outward separation. We posit that this arises from the transverse
plasma potential and pressure gradients, and the decay in the magnetic field strength.
In Section 6.5 we suggest design refinements that can be made to further improve
performance. We summarize our results and discuss the ramifications of these findings
in Section 6.6.
6.2 Results
In this section we present the plasma properties measurements required to estimate
the thrust and component efficiency performance of the device. The source was
operated in the 3.8 cm planar antenna configuration detailed in Chapter III. Refer to
Figure 3.5 for a notional diagram of this configuration. These data were taken with
the nozzle operating at ∼ 170 W combined deposited power into the transmission
line and plasma source, 0.25 mg/s xenon propellant flow rate, and a peak magnetic
field strength of 600 G.
6.2.1 Plume Properties
6.2.1.1 Plasma Properties
At this operating condition, we map plasma density, electron temperature, and
plasma potential throughout the diverging nozzle section. It is clear from Figure 6.1a
that the electron temperature decreases as the plasma expands through the nozzle.
This indicates that the electron fluid is losing thermal energy during the expansion
process, as expected of a nozzle. The electron temperature, and the associated cooling
effect, is correlated with a reduction in the plasma potential as the plasma expands,
as shown in Figure 6.1b. This potential structure in the diverging nozzle section gives
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rise to an electrostatic acceleration of the ions. The plasma density map in Figure
6.1c provides additional evidence of expansion in the diverging nozzle section. In our
test configuration, the highest density is observed at the source tube exit plane and
decreases throughout the diverging nozzle section. This density trend is consistent
with the expected decrease in the plasma pressure during the expansion process in
the nozzle.
There are several interesting features present within these property maps. From
the plasma density map in Figure 6.1c, the expanding plasma qualitatively follows
the magnetic nozzle field lines more closely than in the operating conditions described
in Chapters IV and V. This is a qualitative indication that the test article is oper-
ating differently, and is closer to the expansion behavior observed in moderate power
magnetic nozzle thrusters. Note that there is an apparent decrease in the plasma
density along the device centerline. This density depression region corresponds to the
center hole of the planar antenna, which facilitates the propellant injection on device
centerline through the backplane of the plasma liner. Due to this antenna geometry
it is possible that significant power is not being deposited on centerline. This effect
may be complemented by reduced cross-field diffusion within the plasma liner due
to the high magnetic field strength, resulting in the observed density depression on
centerline. We also measure lower electron temperatures on centerline, as shown in
Figure 6.1a. This may also be a consequence of reduced power deposition and limited
cross-field diffusion within the liner. Finally, in the plume near-field we observe a peak
in the plasma potential along the device centerline, accompanied by a gradient that
exhibits a large cross-field component. From an electrostatic perspective, the result-
ing electric field may lead to transverse ion motion. However, farther downstream the
potential gradient rotates to become approximately colinear with the local magnetic
field lines, as demonstrated by the locally near-perpendicular nature of the contour





Figure 6.1: Spatial maps of the a) electron temperature, b) plasma potential, and
c) plasma density (contours and solid curves) overlain with the magnetic nozzle field
lines (dashed curves). The source was operated at 600 G, and ∼ 170 W net deposited
power, and 0.25 mg/s of xenon.
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along the field lines in that region of the nozzle.
6.2.1.2 Polytropic Cooling
The polytropic cooling index is required to calculate the power stored with electron
heat conduction and the the local sound speed throughout the plume. To this end we
use the spatial electron temperature and plasma potential maps in Figures 6.1a and
6.1b, and leverage the linear relationship between these two properties in polytropi-
cally expanding plasmas. As in Sections 4.2 and 5.3, we use linear regression fitting
to estimate the polytropic cooling index and account for the error associated with the
measurements. This linear regression fitting for for the test condition can be found in
Figure 6.2. From this process the estimated polytropic index is γ = 1.15± 0.07. This
result is within the range of measured values for electric propulsion devices operating
on xenon [99, 114, 204, 205], and between the adiabatic (γ = 5/3) and isothermal
(γ = 1) limits.





















Figure 6.2: The polytropic index linear regression for the planar antenna configura-
tion. The solid line is the best fit, while the dashed and dotted lines quantify the
error. Note that the source was operated at 600 G, and ∼ 170 W net deposited power,
and 0.25 mg/s of xenon.
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6.2.1.3 Ion Acceleration
We also use a Faraday probe to spatially map the ion current density throughout
the plume; the resulting current density profile map can be found in Figure 6.3a.
Noting that the ion current density is a combination of the incident ion speed and
the local plasma density (j = qnu), we can infer the ion speed by deconvolving these
two terms. As in Sections 4.2 and 5.3, we assume that the ions are singly charged
and use the plasma density map from Figure 6.1c. To examine the acceleration in
the plume we normalize the ion speed by the local ion acoustic speed to yield the ion
Mach number map found in Figure 6.3b. It is clear from these results the ions are
supersonic immediately downstream of the nozzle throat. This suggests that our test
article configuration successfully avoids the delayed onset of the ion sonic transition
due to the neutral effects in the near-field plume. These ion Mach number results also
confirm that the ions are being accelerated. While the ion acoustic speed decreases
due to the electron cooling (near the throat cs ∼ 2.4 km/s, while in the far-field
cs ∼ 1.7 km/s), this effect is insufficient to explain the far-field ion Mach number
values — ion acceleration is required to achieve the far-field value of M ∼ 4.2.
A detachment plane must be designated to calculate the thrust and efficiency of the
test condition. As in Sections 4.2 and 5.3, we choose to define the detachment plane
as the location at which the ions are no longer accelerated — where the ion speed is
approximately constant. For our test article, the ion velocity plateaus at (Z/R0) ∼ 7,
so we designate this as the detachment plane. Armed with this definition and the
above spatial plasma maps, we can now estimate the device performance.
6.2.2 Performance
Using the performance framework in Chapter II and the above plasma measure-
ments, we can estimate that various components of the device performance. Using




Figure 6.3: The a) axial ion current density and b) the ion Mach number spatial
maps (contours and solid curves) overlain with the magnetic nozzle field lines (dashed
curves). Note that the source was operated at 600 G, and ∼ 170 W net deposited
power, and 0.25 mg/s of xenon.
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330± 25 µN. Combining this thrust value with the propellant mass flow rate through
Eq. 2.19 we calculate the specific impulse as 135± 10 seconds.
Turning to the component efficiency terms, we can calculate the mass utilization
efficiency by combining the device geometry, the density and ion velocity measure-
ments (to yield ion mass flow rate using Eq. 2.26), and Eq. 2.27. For the test
condition the estimated mass utilization efficiency is 0.16 ± 0.02. Using the power
deposition model in Section 2.4 and the plasma measurements at the throat we esti-
mate that the source efficiency is 0.39± 0.03. By using the plasma measurements at
the throat we can determine the power flowing into the diverging nozzle section using
Eqs. 2.36 - 2.39. By combining this value, the estimated thrust, and the calculated
ion mass flow rate and leveraging Eq. 2.34 we predict that the nozzle efficiency is
0.50±0.04. We can estimate that the divergence efficiency is 0.54±0.04 by combining
the ion current density map with the Faraday probe analysis outlined in Section 3.3.5.
The RF coupling efficiency is estimated to be 0.02± 0.005. This value combines the
results from the power deposition model (Section 2.4) with the measured deposited
power into the transmission lines and test article. Finally, the product of these effi-
ciency terms indicate that the estimated total efficiency is (0.03±0.01)×10−2. These
performance results are summarized in Table 6.1.
For reference, other key parameters are included in Table 6.1. These parameters
include the operating conditions, polytropic cooling index, ion acoustic speed at the
throat, ion fraction, and CEX mean free path. The neutral density within the source
tube is estimated assuming that the injected neutral propellant uniformly fills the
plasma liner. This allows for the estimation of the ion fraction (0.03±0.01) and CEX
mean free path (10 ± 0.2 Z/R0). The ion fraction, in particular is low. However,
despite this low ion fraction, the CEX mean free path suggests that CEX collisions
do not play a significant role in our device. This is further evidence that the test
configuration overcomes the neutral effects described in Chapter IV.
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Table 6.1: A summary of the performance parameters for the planar antenna config-
uration of the test article.
Parameter Value
Magnetic Field (G) 600
Propellant Flow Rate (mg/s) 0.25
RF Power (W) 170
Ion Acoustic Speed (km/s) 2.4± 0.2
Polytropic Index 1.15± 0.07
Ion Fraction 0.03± 0.01
Charge Exchange Mean Free Path (λCEX/R0) 10± 0.2
Thrust (µN) 330± 25
Specific Impulse (s) 135± 10
RF Coupling Efficiency 0.02± 0.005
Mass Utilization Efficiency 0.16± 0.02
Source Efficiency 0.39± 0.03
Nozzle Efficiency 0.50± 0.04
Divergence Efficiency 0.54± 0.04
Total Efficiency (0.03± 0.01)× 10−2
Three of the component efficiencies listed have been emphasized and directly im-
pacted by neutral effects and non-uniform power deposition — the nozzle, source,
and divergence efficiencies. The nozzle efficiency of the planar antenna test configu-
ration shows significant improvement over the solenoidal antenna configuration used
to study the neutral effects (ηnoz ∼ 0.50 for the planar antenna configuration com-
pared to ηnoz < 0.1 for the solenoidal antenna configuration). Due to the large CEX
mean free path, this increase in nozzle efficiency may be explained by the absence of
the ion-neutral collisional effects that impede ion acceleration. Similarly, the source
efficiency term also exhibits a significant improvement (ηloss ∼ 0.39 for the planar
antenna configuration compared to ηloss ∼ 0.18 for the highest magnetic field case in
the solenoidal antenna configuration). This increase in source efficiency reflects the
more uniform power deposition, and the subsequent reduction in radial wall losses, in
the planar antenna configuration — this will be discussed further in the next section.
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Finally, the estimated divergence efficiency of this test configuration is comparable
to the measured divergence efficiency of the 400 G “ring discharge” configuration.
Interestingly, the increased source radius of the planar antenna configuration results
in a significant increase in the divergence of the vacuum interface nozzle line, but this
appears to be balanced by the increased plasma density near the device centerline (as
compared to the 400 G “ring discharge” case). Given the impact of increasing mag-
netic field strength on the divergence efficiency of the “ring discharge” configuration,
it is reasonable to predict that the planar antenna configuration exhibits improved
divergence efficiency performance at a peak field strength of 600 G. Noting that all of
the test configurations are operated at the same input power, from these comparisons
it appears that the planar antenna configuration exhibits an overall improvement in
performance compared to the devices examined in Chapters IV and V.
6.3 Power Deposition
As in Section 5.4, we can quantitatively examine the power deposition uniformity
using the multiple control volume analysis outlined in Section 2.4 and the measured
plasma properties at the source exit plane. In contrast to the highly non-uniform
power deposition in the solenoidal antenna configuration examined in Chapter V,
this planar test condition exhibited relatively uniform power deposition, as shown in
Figure 6.4. With the exception of near the centerline R/R0 ≤ 0.3, the fraction of
total deposited power approximately constant (Pdep/PT ∼ 7±2%) across the radius of
the device. The centerline depression in the power deposition is correlated to the gas
injection tube passing through the center of the planar spiral antenna on centerline
— geometrically, the injection tube corresponds to 0 ≤ R/R0 ≤ 0.2. Depending on
the antenna radiation pattern and its interaction with the DC magnetic field present
within the source tube, the power deposition may be small on centerline. This can
be confirmed with future work to fuse a model of the antenna-plasma coupling with
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experimental measurements inside the source tube. Despite the lack of these mea-
surements and an accompanying model, it is clear that this test configuration avoids
the enhanced power deposition along the radial walls at an even higher magnetic field
strength (600 G compared to the solenoidal antenna configuration with 400 G). This
improvement gives rise to the improved in the source efficiency listed in Table 6.1.























Figure 6.4: The estimated percentage of the total absorbed power as a function of
radial position (solid curve). Note that the source was operated at 600 G, and ∼ 170
W net deposited power, and 0.25 mg/s of xenon. For comparison, the estimated
percentage of the total absorbed power as a function of radial position for the 400 G
solenoidal antenna test configuration (refer to Chapter V is included (dashed curve).
6.4 Ion Detachment
For moderate power magnetic nozzles it has been found that device performance
exhibits a strong dependence on the divergence efficiency; the minimization of ion ra-
dial momentum losses requires a collimated plume. Fundamentally, these divergence
losses are linked to the detachment of the plasma exhaust from the diverging nozzle
section. While the identification of the physical mechanisms underlying plasma de-
tachment from magnetic field lines is an open topic of research [83, 84, 86, 96, 97, 98,
147, 149, 152, 167], there have been numerical models and results of experimental in-
vestigations reported in the literature. Numerical models have shown that under the
correct conditions ions may separate from the nozzle inwards or outwards [84, 149] -
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i.e. the ion streamlines diverge more slowly or rapidly than the magnetic field lines,
respectively. Experimental investigations have also reported similar results. Using
Mach probes to measure the 3D ion velocity vector, Terasaka et. al. demonstrated
that the ion streamlines detached inwards [209]. A similar conclusion was reached
by Deline et. al. [99] and Cox et. al. [210] by tracking the spatial evolution of the
half-width, half-maximum of the radial density profile. This inward ion detachment
was also observed by Olsen et. al. [101] through Faraday probe measurements when
employing the secondary ion heating stage of VASIMR. More recently, using Fara-
day probes Little [83] observed this ion detachment behavior for high magnetic field
operating conditions.
Conversely, outward ion detachment has also been reported in the literature. Olsen
et. al. [101] reports that the ions detached outwards when the second stage ion heating
was not used. Similarly, Little [83] measured outward separation for low magnetic
field operating conditions. While these models and experiments provide insight into
plasma detachment, the limited operating regimes and scope of the studies have
not yet yielded a self-consistent description of this phenomenon and it underlying
mechanisms.
Here, we would like to add another data set to the literature, albeit a small one.
Using the techniques employed by Olsen et. al. [101] and Little [83], we can infer the
ion streamlines for our test condition from Faraday probe measurements. Namely, we
track the spatial evolution of various fractions of the total ion current - connecting
the location of a given fraction of the ion current at discrete measurement planes
throughout the plume yields an estimate of the ion streamline. These ion streamlines
can be compared to the magnetic nozzle streamlines to qualitatively determine the
type of ion detachment (inwards or outwards). First, the total ion current is calculated
from the Faraday probe measurements at the source exit plane. We then track the
spatial evolution of the I/IT = [0.10, 0.30, 0.50, 0.70, 0.85] current fractions, with the
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results in the inferred ion streamlines shown in Figure 6.5.













Figure 6.5: The inferred ion streamlines (solid curves) compared to the magnetic
nozzle field lines (dashed curves). Note that the source was operated at 600 G, and
∼ 170 W net deposited power, and 0.25 mg/s of xenon.
These ion streamline results show several interesting characteristics. At the exit
plane as the radius approaches the source radius the ion streamlines exhibit significant
outward separation. This is contrasted by the ion streamlines near the centerline
locally following the magnetic field lines. As the plasma expands in the region Z/R0 ≤
3 all of the streamlines exhibit outward separation. This is followed by a decrease
in the ion streamline divergence in the region of 3 ≤ Z/R0 ≤ 6 — all but the
I/IT = 0.85 streamline appear to deflect locally inwards. For Z/R0 ≥ 6 the ion
streamlines approximately straighten. These ballistic trajectories, coupled with the
plateauing of the ion speed at Z/R0 ∼ 7, suggest that the ions have detached from the
magnetic magnetic nozzles. This indicates that our approximation of the detachment
plane location through the proxy of ion speed may be valid.
From these results, the ion streamlines appear to exhibit net outward detachment.
Interestingly, the ion streamline behavior appears to closely follow the electric field
arising from the plasma potential gradients throughout the plume (refer to Figure
6.1c). This suggests that, for our low power test condition, the ion streamlines and
146
plume divergence can be predicted if the electric field can be accurately modeled.
Due to our limited data set and the lack of measurement techniques that can directly
interrogate the electron dynamics it is unclear what underlying mechanisms give
rise to the electric field. However, this finding warrants further study examining a
broader range of operating conditions in the low power regime to identify critical
scaling parameters that may provide insight into these mechanisms.
6.5 Design Recommendations
While this test configuration has demonstrated a significant recovery of perfor-
mance by mitigating neutral collisional and non-uniform power deposition effects,
there is room for improvement. Upon examination of the device performance there
are three clear areas to improve: the ion fraction, mass utilization efficiency, and
RF power coupling efficiency. Fortunately, all three are linked. Due to the fact that
the test article was not intended for flight testing, the design of the power matching
circuit was not emphasized; available laboratory matching equipment intended for
higher power operation was paired with a hand-made bare antenna. The low RF cou-
pling efficiency (∼ 2%) can be improved by designing a dedicated matching circuit
and circuit-antenna interface that can minimize the transmission line lengths. Proper
design could result in ηRF ≥ 50%. While power deposition has been demonstrated
to be more complicated than can be described by a 0D global model, such models
demonstrate that the first order effect of increasing power input into the plasma re-
sults in a plasma density increase. This resulting plasma density increase raises the
ion fraction (recall that ion fraction is the ratio of the plasma density to neutral
density). Additionally, assuming that an increase in the plasma density does not
significantly alter the ion acceleration the mass utilization efficiency increases. So,
these three underperforming parameters may be solved with a redesign of the power
train.
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While redesigning the power transmission circuitry should improve the device
performance, the total efficiency is likely to remain low. Recall, from Figure 1.7 the
maximum total efficiency depends on the electron temperature. For our device the
electron temperature is ∼ 7 eV. For this electron temperature, the nozzle efficiency,
which is the basis for Figure 1.7, reaches the maximum expected value of ∼ 50%.
This maximum arises from the frozen flow losses trapped within the ion production
cost term (the cost to produce each ion is ∼ 50 eV), due to the relatively low electron
temperature. To achieve higher maximum performance, the electron temperature
must be increased by and order of magnitude [83]. Unfortunately, for inductively-
coupled plasma sources — a typical operating mode of a spiral planar antenna-driven
device — the desired electron temperature increase (Te ≥ 10 eV) is not possible
[165, 166, 211, 212, 213, 214, 215]. It is important to note that this performance
curve assumes that the electrons are Maxwellian. In this context this assumption
states that the energy of the bulk electron population dictates the plasma expansion
physics. The low electron temperature capabilities of inductively-coupled devices sug-
gests that a different power coupling scheme is required to achieve the desired electron
temperatures. Recent developments in electron cyclotron resonance power coupling
show promise, with electron temperatures exceeding 30 eV [114]. While our general
findings — that efficient performance requires mitigating neutral collisional and non-
uniform power deposition effects — hold regardless of power coupling mechanism, the
presence of 3D electron resonance zones that provide the bulk of the heating in this
device architecture suggests that an accurate, complicated power coupling model is a
requisite tool to maximize efficiency.
6.6 Summary
In summary, the 2D plasma properties of an experimental low power magnetic
nozzle plasma source designed to mitigate neutral collisional and non-uniform power
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deposition effect by operating in a planar antenna configuration has been mapped
using electrostatic probes. Qualitatively, the plasma measurements, particularly the
plasma density, appear to follow the diverging magnetic nozzle field lines more closely
than the test configurations described in Chapters IV and V. The thrust and ef-
ficiency performance of the test article is estimated by coupling the spatial plasma
measurements with the theoretical framework described in Chapter II. The estimated
performance demonstrates a significant recovery in performance, compared to these
other configurations: the nozzle efficiency is ∼ 0.50, the source efficiency is ∼ 0.39,
and the divergence efficiency is ∼ 0.54. This is compared to ηnoz < 0.1, ηloss ∼ 0.18,
and comparable divergence efficiency in the configurations described in the previous
Chapters. In addition to this efficiency performance the predicted thrust is ∼ 330 µN
and the specific impulse is ∼ 135 seconds. These estimated values are combined to
yield an estimated total efficiency of ∼ 0.03× 10−2.
An analysis of power deposition within the source tube shows that the power
is approximately uniformly deposited, except on the device centerline. This power
deposition deficit is correlated with the location of the propellant injection on cen-
terline through the backplane of the source tube. This improved power deposition
uniformity reduces the plasma density at the radial wall, resulting in an increase in
the source efficiency. The improvement in the nozzle efficiency is attributed to the
avoidance of ion-neutral collisional effects — the charge exchange mean free path is
(∼ 10 Z/R0) and the neutral density is an order of magnitude lower in the source
tube in this configuration compared to the results in Section 4.2. This result is cor-
roborated by measurements that indicate that the ions are sonic at the location of
peak magnetic field, the nozzle throat. The combination of these results suggests that
neutral collisional effects are successfully mitigated in this test configuration.
In addition to confirming that the test article does mitigate these effects, we are
also able to infer the ion streamlines throughout the plume. It is found that these
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streamlines diverge more quickly than the nozzle field lines, starting at Z/R0 ∼ 1.
At Z/R0 ∼ 7 the ion trajectories appear to become ballistic. This corresponds to our
chosen detachment plane, based on the criterion of a plateauing in the ion speed. The
correlation of these two results suggest that the ion speed criterion can be used as a
proxy to determine detachment for our device, in lieu of a self-consistent description
of detachment.
The primary finding of this work is that the test configuration exhibited improved
performance due to the mitigation performance degrading effects via an improved
design. This finding highlights the importance of a comprehensive performance model
that can capture the plasma expansion, neutral species, and power deposition physics
to aid in the design process. As interest in low power magnetic nozzle thrusters
continues to increase, it is critical that engineers have access to such a tool to quickly




In this dissertation, we have highlighted the major findings of our investigation into
the performance of low power magnetic nozzle thrusters. These devices derive much
of their heritage from their moderate power counterparts, which have an extensive
body of literature that explores the physical plasma processes in magnetic nozzles and
identifies key parameters that influence performance scaling [83, 84, 85, 86, 92, 94, 96,
97, 98, 147, 149, 152, 167]. Despite this body of research, less work has been done to
confirm that low power devices conform to the performance models and exhibit the
same dominant physical processes [40, 113, 114, 115, 116, 117, 118, 119, 151]. During
our investigation into how low power operation differs from moderate power devices
we focused on two primary questions:
1. What underlying mechanisms adversely affect low power magnetic nozzle thrust
performance?
2. Can these mechanisms explain the discrepancies between predicted and measured
performance when using conventional moderate power magnetic nozzle models
to evaluate low power devices?
In the course of answering these questions we coupled a theoretical framework
with experimental measurements to quantify the thrust and efficiency performance
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and identify underlying physical mechanisms that influence low power magnetic nozzle
operation. The major findings of our investigation are summarized in Section 7.1. We
conclude the dissertation in Section 7.2 with a discussion of possible future research
avenues.
7.1 Summary of Major Findings
In the development of our theoretical performance framework, we created a simple
tool to that can be combined with experimental measurements to predict the thrust
and various efficiency terms of the device. In particular, with knowledge of the plasma
properties across the nozzle throat, the source, nozzle, and divergence efficiency terms
can be predicted and compared to experimental measurements. We coupled this
model with detailed plasma measurements of a versatile low power magnetic nozzle
source to predict device performance and identify plasma mechanisms that reduce
low power nozzle performance.
We used measurements of the plasma density, electron temperature, plasma po-
tential, and ion velocity to confirm that the plasma cooling during expansion through
the nozzle can be accurately described by a polytropic cooling law. The matching of
our nozzle efficiency model predictions — which relies on the assumption of polytropic
cooling — with experimental results, using the correct nozzle throat properties, fur-
ther corroborated that the plasma cools polytropically. With this finding we showed
that low power nozzles operate in a similar manner to their moderate power counter-
parts, in this way. The polytropic cooling of the electrons also suggested that electron
heat conduction plays a role in the expansion process.
Using our low power test article, we investigated the how the presence of the neu-
tral population in a low ion fraction device affects performance. We demonstrated that
a quasi-1D model of the plume expansion processes does not accurately predict nozzle
efficiency and thrust if the nozzle throat is assumed to be collocated at the location of
152
peak magnetic field strength. Using LIF and electrostatic probe measurements in a
low ion fraction operating condition, we showed that the ion sonic transition location
is pushed downstream, resulting in reduced performance. Upon relocating the throat
plane to the experimentally determined ion sonic location we were able to match the
model and experimental results for nozzle efficiency. This suggested that the quasi-
1D expansion model was suitable for predicting performance if the nozzle throat was
correctly assigned as the location where ions achieve sonic speed. We proceeded to
correlate the delay in the ion acceleration to ion-neutral charge exchange collisions
and ionization in the near-field plume. This correlation implied that the neutral den-
sity plays a significant role in the plasma expansion and overall device performance.
Additionally, future low power magnetic nozzle thrusters must be designed to maxi-
mize the ion fraction, thereby mitigating these neutral-collisional effects, for efficient
thrust production.
In a second configuration of our low power test article, we investigated the impact
of power deposition uniformity on device efficiency performance. Using plasma density
measurements at the device exit plane, we showed that the plasma density peak
shifted radially outward as the magnetic field strength increased. We showed that
this enhanced density at the radial wall resulted in degraded source and divergence
efficiency. By splitting the source tube region into multiple control volumes we showed
that the power deposited into the plasma was not radially uniform. The peak in the
non-uniform power deposition was correlated with the peak in the measured plasma
density profile. This was attributed to complex antenna-plasma coupling interactions
that are dictated by the source geometry and operating conditions. Additionally, we
showed that source efficiency improved with an increase in source tube aspect ratio,
while the divergence efficiency decreased. This suggested that there is an optimal
device geometry for efficient operation. From the combination of these two findings,
it is apparent that power coupling must be accurately modeled and the appropriate
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geometry design trades must be considered during early stages of the thruster design
cycle to maximize performance.
Finally, in a third configuration of the test article, we showed that performance
can be recovered by mitigating neutral-collisional and non-uniform power deposition
effects. This device achieved improved performance through design choices, includ-
ing the change from a solenoidal to a planar antenna to improve power deposition
uniformity and ion fraction, and an increase in the source tube aspect ratio to reduce
radial wall losses. Using detailed experimental measurements of the plasma density,
electron temperature, plasma potential, and ion velocity we showed that this design
successfully mitigated the neutral-collisional and power deposition effects. Overall,
this finding demonstrates that, with an understanding of the the underlying physical
mechanism that influence performance, thrusters can be designed around these low
power effects to yield improved performance.
7.2 Recommendations for Future Work
Our investigation of low power magnetic nozzle operation has yielded new insights,
but questions remain. The results in Chapter IV suggest that neutral propellant may
play a significant role in the expansion physics and the overall device performance
in the low power regime. However, models designed to predict the performance of
moderate power devices often neglect the neutral species [84, 92, 94, 149, 152]. To
highlight this gap, our model also did not self-consistently account for the neutral
species. Rather, we relied on empirical findings to match the model results with
our experimental measurements. The incorporation of the neutral species into future
models would allow for comprehensive study of the physical mechanisms influenced
by this species, and allow for an accurate prediction of the ion acceleration and de-
vice performance of low power magnetic nozzles. Such a model would also aid in
the identification of operating conditions and thruster configurations conducive to
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detrimental neutral-collisional effects, and indicate design changes that would im-
prove performance through mitigation of these effects. This type of model could
also allw designers to account for facility effects, where the ingestion of neutrals may
significantly impact measured performance, and allow for the accurate prediction of
in-space operations.
Based on our results in Chapters V and VI, showing that non-uniform power depo-
sition and low overall RF coupling degrades efficiency performance, plasma-antenna
coupling interactions constitute another avenue of research that merits attention.
There is a large body of work that focuses on modeling plasma processing units, some
of which are configured similarly to magnetic nozzle architectures [165, 166]. How-
ever, this body of work has not been leveraged within the magnetic nozzle propulsion
community. The fusion of the existing magnetic nozzle expansion and plasma pro-
cessing power coupling models may yield a self-consistent, comprehensive model of a
magnetic nozzle thruster. This type of model would allow for the identification of ad-
ditional plasma processes that play a critical role in determining thrust performance.
Throughout our work we have shown that the low electron temperature within
our test article has resulted in large ionization losses. The low overall performance
of moderate power magnetic nozzle thrusters has been attributed to these ionization
losses [85, 92, 94, 152]. Given that ionization losses decrease with increasing electron
temperature, research into plasma heating schemes that improve electron temperature
would improve performance. One promising candidate is the ECR, with measured
electron temperatures exceeding 30 eV [114]. Currently, there are several efforts
to develop low power magnetic nozzle ECR thrusters [40, 113, 114, 115, 116, 117,
118, 119], but these devices have not yet demonstrated efficient thrust production.
Additionally, these development efforts have relied on laboratory microwave power
transmission technologies; it is unclear if comparable performance can be achieved
with standalone devices packaged within SmallSat constraint. Given the promise of
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these devices, further modeling of the power coupling and plasma expansion, and
development of low power microwave power processing units may yet be fruitful.
Finally, when estimating the nozzle efficiency and thrust performance of our
test configurations, we relied on the ion velocity measurements to predict the de-
tachment location. A self-consistent description of detachment would eliminate the
need for experimental measurements and yield further insight into the performance
scaling of magnetic nozzles. The detachment problem is an ongoing area of study
[83, 84, 86, 96, 97, 98, 147, 149, 152, 167], with a number of proposed theories.
However, low power magnetic nozzle test devices, by virtue of their compact con-
struction, provide a unique opportunity to experimentally characterize detachment
across a range operating regimes. By pairing these compact designs with large vac-
uum test facilities — such as the 6 m by 9 m Large Vacuum Test Facility at the
University of Michigan — these characterization experiments can be performed with
enhanced confidence that facility effects play a negligible role. This combination of
small test article and large facility would enable detailed non-invasive and electro-
static measurements of the plume near-field to the magnetic nozzle turning point to
be made. These measurements can be coupled with the existing detachment theories
[83, 84, 86, 96, 97, 98, 147, 149, 152, 167] to provide validation or identify additional
dominant effects that must be incorporated into the model. Overall, the closure of the
detachment problem would be a major step toward the creation of a self-consistent
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